Appendix F, Traffic Impact Analysis - page 938
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

YEAR (2030) WITH PROJECT AND
YEAR (2030) WITH PROJECT WITH
ALTERNATIVES 1,2,3,& 4
CONDITIONS

(ICU METHODOLOGY)



1 Pacific Coast Hwy at Warner Ave

Appendix F, Traffic Impact Analysis - page 939
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case {Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PMPEAK HOUR
LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 30 0.02 20 0.01 NBL 1 1700 30 0.02 20 0.01
NBT 3400 1278 038~ 1608 047 NBT 2 3400 1278 0.38* 1618 048 *
NBR 1 1700 274 0.16 354 0.21 NBR 1 1700 274 0.16 354 0.21
SBL 2 3400 560 016 * 410 012 SBL 2 3400 560 016 * 410 012 *
SBT 2 3400 1509 0.46 1285 0.39 SBT 2 3400 1509 0.46 1285 0.39
SBR 0 0 40 0.00 30 0.00 SBR 0 0 40 0.00 30 0.00
EBL 1 1700 20 0.01 30 0.02 EBL 1 1700 20 0.01 30 0.02
EBT 1 1700 200 014 * 110 0.09 EBT 1 1700 200 014~ 110 0.09 *
EBR 0 0 30 0.00 40 0.00 EBR 0 0 30 0.00 40 0.00
WBL 2 3400 315 0.09 * 373 0.1 WBL 2 3400 315 0.09 * 373 011~
WBT 1 1700 50 0.03 70 0.04 WBT 1 1700 50 0.03 70 0.04
WBR 2 3400 770 0.23 830 0.24 WBR 2 3400 770 023 830 0.24
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.82 0.84 TOTAL CAPACITY UTILIZATION 0.82 0.85

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL VIC VoL V/C LANES CAPACITY VOL V/IC VOL V/C
NBL 1 1700 30 0.02 20 0.01 NBL 1 1700 30 0.02 20 0.01
NBT 2 3400 1,278 038 * 1618 048 NBT 2 3400 1278 038~ 1608 047 *
NBR 1 1700 274 0.16 354 0.21 NBR 1 1700 274 0.16 354 0.21
SBL 2 3400 560 0.16 * 410 0.12 SBL 2 3400 560 0.16 * 410 0.12 ¥
SBT 2 3400 1,509 0.46 1285 0.39 SBT 2 3400 1509 0.46 1285 0.39
SBR 0 0 40 0.00 30 0.00 SBR 0 0 40 0.00 30 0.00
EBL 1 1700 20 0.01 30 0.02 EBL 1 1700 20 0.01 30 0.02
EBT 1 1700 200 014~ 110 0.09 EBT 1 1700 200 014 * 110 0.09 ¥
EBR 0 0 30 0.00 40 0.00 EBR 0 0 30 0.00 40 0.00
WBL 2 3400 315 0.09 * 373 0.1 WBL 2 3400 315 009 * 373 011~
WBT 1 1700 50 0.03 70 0.04 WBT 1 1700 50 0.03 70 0.04
WBR 2 3400 770 023 830 0.24 WBR 2 3400 770 0.23 830 0.24
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.82 0.85 TOTAL CAPACITY UTILIZATION 0.82 0.84




1 Pacific Coast Hwy at Warner Ave

2030 + Proj - Network Alt 4 - 6th Street Realignment

AM PEAKHOUR  PM PEAKHOUR

LANES CAPACITY VoL VIC VoL viC
NBL 1 1700 30 0.02 20 0.01
NBT 2 3400 1278 038~ 1608 047 *
NBR 1 1700 274 0.16 354 0.21
SBL 2 3400 560 0.16 * 410 012
SBT 2 3400 1509 0.46 1285 0.39
SBR 0 0 40 0.00 30 0.00
EBL 1 1700 20 0.01 30 0.02
EBT 1 1700 200 014 * 110 0.09 4
EBR 0 0 30 0.00 40 0.00
WBL 2 3400 315 0.09 * 373 0.11 ¥
WBT 1 1700 50 0.03 70 0.04
WBR 2 3400 770 0.23 830 0.24
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.82 0.34

Appendix F, Traffic Impact Analysis - page 940
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



2 Pacific Coast Hwy at Seapoint Ave

Appendix F, Traffic Impact Analysis - page 941
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VoL VIC VOL VIC LANES CAPACITY  VOL vic VOL VIC
NBL 0 0 0 0.00 * 0 0.00 NBL 0 0 0 0.00 * 0 0.00
NBT 2 3400 1161 0.34 1671 046 * NBT 2 3400 1161 0.34 1571 046
NBR d 1700 46 0.03 90 0.05 NBR d 1700 46 0.03 90 0.05
SBL 1 1700 150 0.09 340 020 * SBL 1 1700 150 0.09 340 0.20 *
SBT 2 3400 1514 045 * 1448 043 SBT 2 3400 1514 045 * 1448 043
SBR 0 0 0 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00 * 0 0.00 * EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 2 3400 96 0.03 * 59 0.02 * WBL 2 3400 96 0.03 * 59 0.02 *
WBT 0 0 0 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 350 . 021 410 0.24 WBR 1 1700 350 0.2 410 0.24
Right Turn Adjustment 0.13 0.12 Right Turn Adjustment 013 0.12
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.66 0.85 TOTAL CAPACITY UTILIZATION 0.66 0.85

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL viC VoL VIC LANES CAPACITY VOL ViC VoL ViC
NBL 0 0 - 0.00 * 0 0.00 NBL 0 0 0 000 * 0 0.00
NBT 2 3400 1,161 0.34 1571 0.46 ¥ NBT 2 3400 1161 0.34 1571 0.46 *
NBR d 1700 46 0.03 90 0.05 NBR d 1700 46 0.03 90 0.05
SBL 1 1700 150 0.09 340 0.20 * SBL 1 1700 150 0.09 340 0.20 *
SBT 2 3400 1,524 0.45* 1448 043 SBT 2 3400 1524 045 * 1438 0.42
SBR 0 0 - 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 - 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 - 0.00 * 0 0.00 ¥ EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 - 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 2 3400 96 0.03* 59 0.02 * WBL 2 3400 96 0.03* 59 0.02 *
WBT 0 0 - 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 350 0.21 410 0.24 WBR 1 1700 350 0.21 410 0.24
Right Turn Adjustment 0.13 0.12 Right Turn Adjustment 0.13 0.12
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.66 0.85 TOTAL CAPACITY UTILIZATION 0.66 0.85




2 Pacific Coast Hwy at Seapoint Ave

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PMPEAKHOUR

LANES CAPACITY VOL VIC VOL VIC
NBL 0 0 0 0.00 * 0 0.00
NBT 2 3400 1161 0.34 1571 0.46 *
NBR d 1700 46 0.03 90 0.05
SBL 1 1700 150 0.09 340 0.20 *
SBT 2 3400 1514 045~ 1448 0.43
SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00
WBL 2 3400 96 0.03* 59 0.02 *
WBT 0 0 0 0.00 0 0.00
WBR 1 1700 350 0.21 410 0.24
Right Turn Adjustment 0.13 0.12
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.66 0.85

Appendix F, Traffic Impact Analysis - page 942
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



3 Pacific Coast Hwy at Goldenwest St

Appendix F, Traffic Impact Analysis - page 943
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VoL VIC VoL ViC LANES CAPACITY VOL VIC VoL vic
NBL 1 1700 20 0.01 10 0.01 NBL 1 1700 20 0.01 10 0.01
NBT 2 3400 1187 035 1511 044 * NBT 2 3400 177 035 * 1511 044 *
NBR 1 1700 181 0.1 248 0.15 NBR 1 1700 181 0.11 248 0.15
SBL 1 1700 190 011 540 032 SBL 1 1700 190 0.11* 550 032 "
SBT 2 3400 1449 043 1497 044 SBT 2 3400 1449 043 1476 043
SBR 0 0 0 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00* 0 0.00 * EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 2 3400 331 0.10 * 227 0.07 * WBL 2 3400 321 0.09 * 238 0.07 *
WBT 0 0 0 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 29 047 490 0.29 WBR 1 1700 290 0.17 490 0.29
Right Turn Adjustment 0.02 0.06 Right Turn Adjustment 0.03 0.06
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.83 0.94 TOTAL CAPACITY UTILIZATION 0.63 0.94

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PMPEAK HOUR
LANES CAPACITY VOL vIC VoL VIC LANES CAPACITY VOL VIC VoL VIC
NBL 1 1700 20 0.01 10 0.01 NBL 1 1700 20 0.01 10 0.01
NBT 2 3400 1,187 035 * 1522 0.45 * NBT 2 3400 1187 035 * 1511 044 *
NBR 1 1700 181 0.1 259 0.15 NBR 1 1700 181 0.11 248 0.15
SBL 1 1700 190 011 * 550 032 * SBL 1 1700 190 0.11* 570 0.34 *
SBT 2 3400 1,449 043 1486 0.44 SBT 2 3400 1439 0.42 1455 043
SBR 0 0 - 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 - 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 0.00 * 0 0.00 * EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 - 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 2 3400 321 0.09 * 238 0.07 * WBL 2 3400 33 0.10 * 249 0.07 *
WBT 0 0 - 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 290 0.17 480 0.28 WBR 1 1700 280 0.16 490 0.29
Right Turn Adjustment 0.03 0.05 Right Turn Adjustment 0.01 0.05
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.63 0.94 TOTAL CAPACITY UTILIZATION 0.62 0.95




3 Pacific Coast Hwy at Goldenwest St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAK HOUR

LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 20 0.01 10 0.01
NBT 2 3400 1187 035 * 1511 0.44 *
NBR 1 1700 181 0.11 248 0.15
SBL 1 1700 190 0.11* 540 032*
SBT 2 3400 1449 0.43 1497 0.44
SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00
WBL 2 3400 331 0.10 * 227 0.07 *
WBT 0 0 0 0.00 0 0.00
WBR 1 1700 290 0.17 490 0.29
Right Tum Adjustment 0.02 0.06
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.63 0.94

Appendix F, Traffic Impact Analysis - page 944
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



4 Pacific Coast Hwy at 17th Street

Appendix F, Traffic Impact Analysis - page 945
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VOL \/ VoL ViC LANES CAPACITY VOL \/ VoL ViC
NBL 0 0 0 0.00 * 0 0.00 NBL 0 0 0 0.00 * 0 0.00
NBT 2 3400 1338 0.39 1739 0.51 NBT 2 3400 1338 0.39 1739 051"
NBR d 1700 30 0.02 70 0.04 NBR d 1700 30 0.02 60 0.04
SBL 1 1700 70 0.04 340 0.20 SBL 1 1700 80 0.05 330 0.19
SBT 2 3400 1641 048 * 1404 0.41 SBT 2 3400 1631 048 * 1404 0.41
SBR 0 0 0 0.00 0 0.00 SBR 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00 * 0 0.00 EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 1 1700 90 0.05* 110 0.06 WBL 1 1700 90 0.05* 110 0.06 *
WBT 0 0 0 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 90 0.05 100 0.06 WBR 1 1700 90 0.05 100 0.06
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.58 0.82 TOTAL CAPACITY UTILIZATION 0.58 0.81

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAKHOUR AM PEAK HOUR PM PEAK HOUR
LANES CAPACITY VOL VIC VOL VIiIC LANES CAPACITY VOL VIiIC VOL VIC
NBL 0 0 - 000 * 0 0.00 NBL 0 0 0 0.00 * 0 0.00
NBT 2 3400 1,338 0.39 1739 0.51 NBT 2 3400 1338 0.39 1739 0.51 ¥
NBR d 1700 30 0.02 60 0.04 NBR d 1700 40 0.02 70 0.04
SBL 1 1700 70 0.04 340 0.20 SBL 1 1700 80 0.05 340 0.20 ¥
SBT 2 3400 1,831 048 * 1404 041 SBT 2 3400 1631 048 * 1393 041
SBR 0 0 - 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 - 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 - 0.00 * 0 0.00 EBT 0 0 0 0.00 * 0 0.00 ¥
EBR 0 0 - 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 1 1700 90 0.05 * 110 0.06 WBL 1 1700 100 0.06 * 120 0.07 ™
WBT 0 0 - 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 90 0.05 100 0.06 WBR 1 1700 90 0.05 100 0.06
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.58 0.82 TOTAL CAPACITY UTILIZATION 0.59 0.83




4 Pacific Coast Hwy at 17th Street

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAK HOUR

LANES CAPACITY VoL VIC VOL VIC
NBL 0 0 0 0.00 * 0 0.00
NBT 2 3400 1338 0.39 1739 0.51 %
NBR d 1700 30 0.02 70 0.04
SBL 1 1700 70 0.04 340 020 *
SBT 2 3400 1641 048 * 1404 0.41
SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00
WBL 1 1700 90 0.05 * 110 0.06 *
WBT 0 0 0 0.00 0 0.00
WBR 1 1700 90 0.05 100 0.06
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.58 0.82

Appendix F, Traffic Impact Analysis - page 946
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



5 Pacific Coast Hwy at 9th St

Appendix F, Traffic Impact Analysis - page 947
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAKHOUR AMPEAKHOLR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 0 0.00* 0 0.00 NBL 1 1700 0 0.00 * 0 0.00
NBT 2 3400 1308 0.38 1859 0.55 NBT 2 3400 1434 0.42 1859 0.55 *
NBR 1 1700 10 0.01 30 0.02 NBR 1 1700 10 0.01 30 0.02
SBL 1 1700 20 0.01 20 0.01 SBL 1 1700 20 0.01 20 0.01*
SBT 2 3400 1671 049 * 1574 046 SBT 2 3400 1671 049 * 1542 0.45
SBR d 1700 0 0.00 0 0.00 SBR d 1700 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 2 3400 0 0.00 * 0 0.00 EBT 2 3400 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 1.5 2550 40 0.02* 50 0.02 WBL 1.5 2550 40 0.02 * 50 0.02 *
WBT 05 850 0 0.00 0 0.00 WBT 05 850 0 0.00 0 0.00
WBR 1 1700 20 0.01 20 0.01 WBR 1 1700 20 0.01 20 0.01
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 0.63 TOTAL CAPACITY UTILIZATION 0.56 0.63

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VOL VIC VoL VIC LANES CAPACITY VOL VIC VoL VIC
NBL 1 1700 - 0.00 * 0 0.00 NBL 1 1700 0 0.00 * 0 0.00
NBT 2 3400 1,318 0.39 1838 0.54 NBT 2 3400 1360 0.40 1870 055 *
NBR 1 1700 10 0.01 30 0.02 NBR 1 1700 10 0.01 30 0.02
SBL 1 1700 20 0.01 20 0.01 SBL 1 1700 20 0.01 20 0.01
SBT 2 3400 1,661 049 * 1521 045 SBT 2 3400 1692 0.50 * 1457 043
SBR d 1700 - 0.00 0 0.00 SBR d 1700 0 0.00 0 0.00
EBL 0 0 - 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 2 3400 - 0.00 * 0 0.00 EBT 2 3400 0 0.00 * 0 0.00 *
EBR 0 0 - 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 1.5 2550 40 0.02 * 50 0.02 WBL 1.5 2550 40 0.02 * 50 0.02 ¥
WBT 05 850 - 0.00 0 0.00 WBT 05 850 0 0.00 0 0.00
WBR 1 1700 20 0.01 20 0.01 WBR 1 1700 20 0.01 20 0.01
Right Tum Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 0.62 TOTAL CAPACITY UTILIZATION 0.57 0.63




5 Pacific Coast Hwy at 9th St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAKHOUR

LANES CAPACITY VOL viC VoL viC
NBL 1 1700 0 0.00* 0 0.00
NBT 2 3400 1308 0.38 1859 055 *
NBR 1 1700 10 0.01 30 0.02
SBL 1 1700 20 0.01 20 0.01*
SBT 2 3400 1671 049 * 1574 0.46
SBR d 1700 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00
EBT 2 3400 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00
WBL 15 2550 40 0.02 * 50 0.02 *
WBT 0.5 850 0 0.00 0 0.00
WBR 1 1700 20 0.01 20 0.01
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 063

Appendix F, Traffic Impact Analysis - page 948
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



6 Pacific Coast Hwy at 6th St

(Assumes 30-sec pedestrian-only phase -- add't 25% clearance interval of 120-sec cycle)

Appendix F, Traffic Impact Analysis - page 949
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-05 0408

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 30 0.02* 40 0.02 NBL 1 1700 30 0.02* 40 0.02
NBT 3 5100 1167 0.24 1650 035+ NBT 3 5100 1177 0.24 1661 0.35 *
NBR 0 0 41 0.00 117 0.00 NBR 0 0 4 0.00 117 0.00
SBL 1 1700 71 0.04 228 013~ SBL 1 1700 118 0.07 326 0.19 ¥
SBT 3 5100 1629 033 * 1266 0.25 SBT 5100 1639 033~ 1277 0.26
SBR 0 0 30 0.00 30 0.00 SBR 0 0 30 0.00 30 0.00
EBL 0 0 40 0.02 40 0.02 EBL 0 0 40 0.00 * 40 0.02 *
EBT 1 1700 20 0.05 20 0.08 * EBT 1 1700 20 0.05 20 0.08
EBR 0 0 30 0.00 70 0.00 EBR 0 0 30 0.00 70 0.00
WBL 1 1700 50 0.03 107 0.06 * WBL 1 1700 50 0.03 107 0.06
WBT 1 1700 30 0.06 30 0.07 WBT 1 1700 30 010~ 30 013 *
WBR 0 0 71 0.00 89 0.00 WBR 0 0 142 0.00 191 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.30 0.30 Clearance Interval 0.30 0.30
TOTAL CAPACITY UTILIZATION 073 0.92 TOTAL CAPACITY UTILIZATION 0.75 0.99

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Wainut Only

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL viC VvOL vIC LANES CAPACITY VOL VIC VOL vIC
NBL 1 1700 40 0.02 * 40 0.02 NBL 1 1700 30 0.02 * 40 0.02
NBT 3 5100 1,167 0.24 1661 0.35 " NBT 3 5100 177 0.24 1661 0.35 *
NBR 0 0 41 0.00 117 0.00 NBR 0 0 68 0.00 129 0.00
SBL 1 1700 118 0.07 326 019 * SBL 1700 71 0.04 174 0.10 *
SBT 3 5100 1,639 0.33 * 1330 0.27 SBT 3 5100 1660 033 * 1330 0.27
SBR 0 0 20 0.00 30 0.00 SBR 0 0 20 0.00 30 0.00
EBL 0 0 40 0.02 * 40 0.02 * EBL 0 0 40 0.02 40 0.02
EBT 1 1700 20 0.05 20 0.08 EBT 1700 20 0.05* 20 0.08 *
EBR 0 0 30 0.00 70 0.00 EBR 0 0 30 0.00 70 0.00
WBL 1 1700 50 0.03 107 0.06 WBL 1 1700 63 0.04 * 131 0.08 *
WBT 1 1700 30 0.10 * 30 013 * WBT 1 1700 30 0.06 30 0.07
WBR 0 0 142 0.00 191 0.00 WBR 0 0 71 0.00 89 0.00
Right Turn Adjustment 0.00 0.00 Right Tum Adjustment 0.00 0.00
Clearance Interval 0.30 0.30 Clearance Interval 0.30 0.30
TOTAL CAPACITY UTILIZATION 0.77 0.99 TOTAL CAPACITY UTILIZATION 0.74 0.91




6 Pacific Coast Hwy at 6th St

2030 + Proj - Network Alt 4

- 6th Street Realignment

AMPEAKHOUR  PMPEAK HOUR

LANES CAPACITY VOL VIC VOL V/IC
NBL 1 1700 30 0.02* 40 0.02
NBT 3 5100 1167 023 1650 0.32 %
NBR d 1700 41 0.02 117 0.07
SBL 1 1700 71 0.04 228 013 ¥
SBT 3 5100 1629 032~ 1266 0.25
SBR d 1700 30 0.02 30 0.02
EBL 0 0 40 0.02 40 0.02
EBT 1 1700 20 0.05 20 0.08 *
EBR 0 0 30 0.00 70 0.00
WBL 1 1700 50 0.03 107 0.06 *
WBT 1 1700 30 0.06 30 0.07
WBR 0 0 71 0.00 89 0.00
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 047 0.64

Appendix F, Traffic Impact Analysis - page 950
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



7 Pacific Coast Hwy at Main St

Appendix F, Traffic Impact Analysis - page 951

City of Huntington Beach - DTSP Update
Program Environmental Impact Report

(Assumes 30-sec pedestrian-only phase — add' 25% clearance interval of 120-sec cycle)

-05 0403

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VoL VIC VoL VIC LANES CAPACITY VOL VIC VoL VIC
NBL 1 1700 10 001~ 40 0.02 NBL 1 1700 10 001* 40 0.02
NBT 3 5100 1280 025 1623 0.32 % NBT 3 5100 1290 0.25 1623 0.32 *
NBR 1 1700 103 0.06 252 0.15 NBR 1 1700 0 0.00 0 0.00
SBL 1 1700 89 0.05 161 0.09 * SBL 1 1700 0 0.00 0 0.00 *
SBT 3 5100 1640 032 * 1283 0.25 SBT 3 5100 1640 032~ 1283 0.25
SBR 0 0 0 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00 * 0 0.00 * EBT 0 0 0 0.00 0 0.00
EBR 0 0 0 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 1 1700 122 0.07 * 254 0.15 * WBL 1 1700 0 0.00 0 0.00
WBT 0 0 0 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 107 0.06 154 0.09 WBR 1 1700 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.30 0.30 Clearance Interval 0.30 0.30
TOTAL CAPACITY UTILIZATION 0.70 0.86 TOTAL CAPACITY UTILIZATION 0.63 0.62

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL ViC VOL VIC LANES CAPACITY VOL ViC VOL viC
NBL 1 1700 10 0.01* 40 0.02 NBL 1 1700 10 0.01* 40 0.02
NBT 3 5100 1,280 0.25 1623 0.32 % NBT 3 5100 1321 0.26 1643 032~
NBR 1 1700 - 0.00 0 0.00 NBR 1 1700 103 0.06 239 0.14
SBL 1 1700 - 0.00 0 0.00 * SBL 1 1700 71 0.04 225 0.13 ¥
SBT 3 5100 1,640 032* 1283 0.25 SBT 3 5100 1701 033~ 1375 0.27
SBR 0 0 - 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 - 0.00 0 0.00 EBL 0 0 0 0.00 0 0.00
EBT 0 0 0.00 0 0.00 EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 1 1700 - 0.00 0 0.00 WBL 1 1700 81 0.05* 216 0.13 ¥
WBT 0 0 - 0.00 0 0.00 WBT 0 0 0 0.00 0 0.00
WBR 1 1700 - 0.00 0 0.00 WBR 1 1700 107 0.06 222 013
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.30 0.30 Clearance Interval 0.30 0.30
TOTAL CAPACITY UTILIZATION 063 0.62 TOTAL CAPACITY UTILIZATION 0.69 0.88




7 Pacific Coast Hwy at Main St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAK HOUR

LANES CAPACITY VoL VIC VoL vIC
NBL 1 1700 10 001~ 40 0.02
NBT 3 5100 1280 0.25 1623 0.32 %
NBR 1 1700 103 0.06 252 0.15
SBL 1 1700 89 0.05 161 0.09 *
SBT 3 5100 1640 0.32* 1283 0.25
SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00
EBT 0 0 0 0.00 * 0 0.00 *
EBR 0 0 0 0.00 0 0.00
WBL 1 1700 122 007 * 254 0.15 *
WBT 0 0 0 0.00 0 0.00
WBR 1 1700 107 0.06 154 0.09
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.45 0.61

Appendix F, Traffic Impact Analysis - page 952
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



8 Pacific Coast Hwy at 1st St

Appendix F, Traffic Impact Analysis - page 953
City of Huntington Beach - DTSP Update

Program Environmental Impact Report

(Assumes 30-sec pedestrian-only phase -- add'f 25% clearance interval of 120-sec cycle)

-05 0403

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAK HOUR AM PEAK HOUR PM PEAK HOUR
LANES CAPACITY VOL ViIC VOL viIC LANES CAPACITY VOL ViIC VOL ViC
NBL 1 1700 40 0.02* 60 0.04 NBL 1 1700 40 0.02 * 60 0.04
NBT 3 5100 854 0.17 1608 0.32 NBT 3 5100 865 0.7 1629 032 *
NBR d 1700 229 0.13 235 0.14 NBR d 1700 298 0.18 458 0.27
SBL 1 1700 170 0.10 376 0.22 SBL 1 1700 170 0.10 376 022 *
SBT 3 5100 1432 028 * 1102 0.22 SBT 3 5100 1442 0.28 * 1123 0.22
SBR d 1700 70 0.04 20 0.01 SBR d 1700 70 0.04 20 0.01
EBL 15 2550 70 0.03 60 0.02 EBL 1.5 2550 70 0.03 70 0.03
EBT 0.5 850 50 0.06 * 40 0.05 EBT 05 850 50 0.06 * 40 005~
EBR 1 1700 30 0.02 70 0.04 EBR 1 1700 20 0.01 70 0.04
WBL 15 2550 238 0.09 * 248 0.10 WBL 15 2550 329 013 * 248 010 *
WBT 0.5 850 80 0.09 30 0.04 WBT 0.5 850 80 0.09 30 0.04
WBR 1 1700 500 0.29 277 0.16 WBR 1 1700 500 0.29 277 0.16
Right Turn Adjustment 0.1 0.00 Right Turn Adjustment 0.06 0.00
Clearance Interval 0.30 0.30 Clearance Interval 0.30 0.30
TOTAL CAPACITY UTILIZATION 0.86 0.99 TOTAL CAPACITY UTILIZATION 0.85 0.99

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AM PEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VOL ViIC VOL VIC LANES CAPACITY VOL ViIC VOL ViIC
NBL 1 1700 40 002 * 60 0.04 NBL 1 1700 40 0.02 * 60 0.04
NBT 3 5100 865 0.17 1608 0.32 NBT 3 5100 907 0.18 1618 032 *
NBR d 1700 298 0.18 458 0.27 NBR d 1700 218 013 210 012
SBL 1 1700 170 0.10 376 0.22 SBL 1 1700 191 0.11 407 0.24 *
SBT 3 5100 1,442 028 * 1102 0.22 SBT 3 5100 1484 029 * 1123 0.22
SBR d 1700 70 0.04 20 0.01 SBR d 1700 70 0.04 20 0.01
EBL 15 2550 70 0.03 70 0.03 EBL 15 2550 70 0.03 60 0.02
EBT 05 850 50 0.06 * 40 0.05 EBT 05 850 50 0.06 * 40 0.05 *
EBR 1 1700 20 0.01 70 0.04 EBR 1 1700 20 0.01 70 0.04
WBL 1.5 2550 329 013 * 471 0.18 WBL 15 2550 193: 0.08 * 248 0.10 *
WBT 05 850 80 0.09 30 0.04 WBT 05 850 80 0.09 40 0.05
WBR 1 1700 500 0.29 277 0.16 WBR 1 1700 469 0.28 277 0.16
Right Turn Adjustment 0.06 0.00 Right Turn Adjustment 0.1 0.00
Clearance Interval 0.30 0.30 Clearance Interval 0.30 0.30
TOTAL CAPACITY UTILIZATION 0.85 1.07 TOTAL CAPACITY UTILIZATION 0.86 1.01



8 Pacific Coast Hwy at 1st St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAK HOLIR

LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 40 002* 60 0.04
NBT 3 5100 854 0.17 1608 032"
NBR d 1700 229 0.13 235 0.14
SBL 1 1700 170 0.10 376 022 *
SBT 3 5100 1432 0.28* 1102 0.22
SBR d 1700 70 0.04 20 0.01
EBL 15 2550 70 0.03 60 0.02
EBT 05 850 50 0.06 * 40 0.05
EBR 1 1700 30 0.02 70 0.04
WBL 1.5 2550 238 0.09* 248 0.10 *
WBT 05 850 80 0.09 30 0.04
WBR 1 1700 500 0.29 277 0.16
Right Turn Adjustment 0.11 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.61 0.74

Appendix F, Traffic Impact Analysis - page 954
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



9 Pacific Coast Hwy at Huntington St

Appendix F, Traffic Impact Analysis - page 955
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL VIC VOL ViC
NBL 1 1700 60 0.04 * 40 0.02 * NBL 1 1700 60 0.04 * 40 0.02 *
NBT 3 5100 1033 0.20 1833 0.36 NBT 3 5100 1044 0.20 1833 0.36
NBR 1 1700 110 0.06 80 0.05 NBR 1 1700 110 0.06 80 0.05
SBL 1 1700 40 0.02 60 0.04 SBL 1700 30 0.02 60 0.04
SBT 2 3400 1619 048 * 1339 0.39 % SBT 3400 1619 048 * 1350 0.40 *
SBR d 1700 10 0.01 10 0.01 SBR 1700 10 0.01 10 0.01
EBL 05 850 10 0.01* 40 0.05 % EBL 0.5 850 10 0.01* 40 005 *
EBT 15 2550 20 0.02 60 0.06 EBT 15 2550 20 0.02 60 0.06
EBR 0 0 40 0.00 90 0.00 EBR 0 0 40 0.00 90 0.00
WBL 1 1700 50 0.03 30 0.02 WBL 1 1700 50 0.03 30 0.02
WBT 1 1700 70 0.06 * 40 0.05 * WBT 1 1700 70 0.06 * 40 0.05*
WBR 0 0 30 0.00 50 0.00 WBR 0 0 30 0.00 50 0.00
Right Tum Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.64 0.56 TOTAL CAPACITY UTILIZATION 0.64 0.57

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AM PEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL ViIC VOL ViC
NBL 1 1700 60 0.04 * 40 0.02 * NBL 1 1700 50 0.03* 40 0.02 ¥
NBT 3 5100 1,033 0.20 1833 0.36 NBT 3 5100 1076 0.21 1822 0.36
NBR 1 1700 110 0.06 80 0.05 NBR 1 1700 100 0.06 90 0.05
SBL 1 1700 30 0.02 60 0.04 SBL 1 1700 40 0.02 60 0.04
SBT 2 3400 1,619 048 * 1339 0.39 SBT 2 3400 1619 048 * 1350 040 *
SBR d 1700 10 0.01 10 0.01 SBR d 1700 10 0.01 10 0.01
EBL 05 850 10 0.01* 40 0.05 * EBL 0.5 850 10 0.01* 40 0.05*
EBT 15 2550 20 0.02 60 0.06 EBT 1.5 2550 20 0.02 60 0.06
EBR 0 0 40 0.00 90 0.00 EBR 0 0 40 0.00 90 0.00
WBL 1 1700 50 0.03 30 0.02 WBL 1 1700 60 0.04 30 0.02
WBT 1 1700 70 0.06 * 40 0.05 * WBT 1 1700 80 007 * 40 0.05*
WBR 0 0 30 0.00 50 0.00 WBR 0 0 40 0.00 50 0.00
Right Tum Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.64 0.56 TOTAL CAPACITY UTILIZATION 0.64 057




9 Pacific Coast Hwy at Huntington St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AM PEAKHOUR  PM PEAKHOUR

LANES CAPACITY VoL vIC VOL VIC
NBL 1 1700 60 0.04* 40 0.02
NBT 3 5100 1033 0.20 1833 0.36
NBR 1 1700 110 0.06 80 0.05
SBL 1 1700 40 0.02 60 0.04
SBT 2 3400 1619 048 * 1339 0.39 ¥
SBR d 1700 10 0.01 10 0.01
EBL 05 850 10 0.01* 40 0.05 *
EBT 15 2550 20 0.02 60 0.06
EBR 0 0 40 0.00 90 0.00
WBL 1 1700 50 0.03 30 0.02
WBT 1 1700 70 0.06 * 40 0.05 *
WBR 0 0 30 0.00 50 0.00
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.64 0.56

Appendix F, Traffic Impact Analysis - page 956
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



10 Pacific Coast Hwy at Beach Bivd

Appendix F, Traffic Impact Analysis - page 957
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAKHOUR AMPEAKHOUR  PMPEAK HOUR
LANES CAPACITY VOL ViC VOL ViIC LANES CAPACITY VOL ViC VOL ViC
NBL 1 1700 20 0.01 40 0.02 NBL 1 1700 20 0.01 40 0.02
NBT 2 3400 1104 032+ 1598 047 * NBT 2 3400 1104 032 * 1588 047 *
NBR 1 1700 300 0.18 860 0.51 NBR 1 1700 310 0.18 860 0.51
SBL 2 3400 138 0.04 * 248 0.07 SBL 2 3400 138 0.04 * 248 0.07 *
SBT 3 5100 1671 0.33 1291 0.26 SBT 3 5100 1671 0.33 1291 0.26
SBR 0 0 30 0.00 30 0.00 SBR 0 0 30 0.00 30 0.00
EBL 1 1700 20 0.01 20 0.01 EBL 1 1700 20 0.01 20 0.01
EBT 2 3400 50 001~ 50 0.01* EBT 2 3400 50 0.01* 50 0.01 *
EBR 1 1700 10 0.01 30 0.02 EBR 1 1700 10 0.01 30 0.02
WBL 2 3400 490 014~ 340 0.10 * WBL 2 3400 500 015 * 340 0.10 *
WBT 1 1700 80 0.05 50 0.03 WBT 1 1700 80 0.05 50 0.03
WBR f 10000 199 0.02 156 0.02 WBR f 10000 199 0.02 156 0.02
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 0.70 TOTAL CAPACITY UTILIZATION 0.57 0.70

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL VIC VoL VIC LANES CAPACITY VOL VIC VOL ViC
NBL 1 1700 20 0.01 40 0.02 NBL 1 1700 20 0.01 40 0.02
NBT 2 3400 1,104 032+ 1598 0.47 * NBT 2 3400 1125 033~ 1692 0.50 *
NBR 1 1700 300 0.18 850 0.50 NBR 1 1700 270 0.16 740 0.44
SBL 2 3400 138 0.04 * 248 0.07 * SBL 2 3400 138 0.04 * 248 0.07 *
SBT 3 5100 1,671 0.33 1291 0.26 SBT 3 5100 1681 0.34 1302 0.26
SBR 0 0 30 0.00 30 0.00 SBR 0 0 30 0.00 30 0.00
EBL 1 1700 20 0.01 20 0.01 EBL 1 1700 480 0.28 * 20 0.01
EBT 2 3400 50 001~ 50 0.01 ™ EBT 2 3400 80 0.02 50 0.q1 *
EBR 1 1700 10 0.01 30 0.02 EBR 1 1700 170 0.10 30 0.02
WBL 2 3400 500 015 * 340 0.10 * WBL 2 3400 20 0.01 350 0.10 ¥
WBT 1 1700 80 0.05 50 0.03 WBT 1 1700 50 003 * 50 0.03
WBR f 10000 199 0.02 156 0.02 WBR f 10000 12 0.00 156 0.02
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.57 0.70 TOTAL CAPACITY UTILIZATION 0.73 0.73




10 Pacific Coast Hwy at Beach Blvd

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAKHOUR

LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 20 0.01 40 0.02
NBT 2 3400 1104 032* 1598 047 *
NBR 1 1700 300 0.18 860 0.51
SBL 2 3400 138 0.04 * 248 0.07 ¥
SBT 3 5100 1671 0.33 1291 0.26
SBR 0 0 30 0.00 30 0.00
EBL 1 1700 20 0.01 20 0.01
EBT 2 3400 50 0.01* 50 0.01
EBR 1 1700 10 0.01 30 0.02
WBL 2 3400 490 0.14* 340 0.10
WBT 1 1700 80 0.05 50 0.03
WBR f 10000 199 0.02 156 0.02
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 0.70

Appendix F, Traffic Impact Analysis - page 958
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



11 Pacific Coast Hwy at Newland St

Appendix F, Traffic Impact Analysis - page 959
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VOL ViIC VOL ViIC LANES CAPACITY VOL VIC VoL ViC
NBL 1 1700 0 0.00 * 0 0.00 NBL 1700 0 0.00 * 0 0.00
NBT 3 5100 1184 0.23 2298 0.45 NBT 3 5100 1184 0.23 2298 045 *
NBR 1 1700 30 0.02 320 0.19 NBR 1700 30 0.02 320 0.19
SBL 1 1700 100 0.06 200 0.12 SBL 1 1700 100 0.06 210 012 *
SBT 3 5100 1841 0.36 * 1401 0.27 SBT 3 5100 1851 0.36 * 1401 0.27
SBR 1 1700 0 0.00 10 0.01 SBR 1 1700 0 0.00 10 0.01
EBL 0 0 10 0.01 0 0.00 EBL 0 0 10 0.00 0 0.00
EBT 1 1700 10 0.01* 10 0.01 EBT 1 1700 10 0.01* 10 0.01 *
EBR 1 1700 0 0.00 0 0.00 EBR 1 1700 0 0.00 0 0.00
WBL 1 1700 230 014 * 110 0.06 WBL 1 1700 220 013 * 110 0.06 *
WBT 1 1700 0 0.00 0 0.00 WBT 1 1700 0 0.00 0 0.00
WBR 1 1700 220 0.13 210 0.12 WBR 1 1700 220 0.13 210 0.12
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 0.69 TOTAL CAPACITY UTILIZATION 0.55 0.69

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL VIC VoL ViC LANES CAPACITY VOL VIC VOL \"/[o
NBL 1 1700 - 0.00 * 0 0.00 NBL 1 1700 0 0.00 * 0 0.00
NBT 3 5100 1,184 0.23 2298 0.45 NBT 3 5100 1174 0.23 2288 045 *
NBR 1 1700 30 0.02 320 0.19 NBR 1 1700 30 0.02 330 0.19
SBL 1 1700 100 0.06 200 0.12 SBL 1 1700 100 0.06 210 0.12 ¥
SBT 3 5100 1,851 0.36 * 1412 0.28 SBT 3 5100 1841 036 * 1422 0.28
SBR 1 1700 - 0.00 10 0.01 SBR 1 1700 0 0.00 10 0.01
EBL 0 0 10 0.01 0 0.00 EBL 0 0 10 0.01 0 0.00
EBT 1 1700 10 001~ 10 0.01 EBT 1 1700 10 001~ 10 0.01*
EBR 1 1700 - 0.00 0 0.00 EBR 1 1700 0 0.00 0 0.00
WBL 1 1700 230 0.14 * 110 0.06 WBL 1 1700 230 014~ 110 0.06 *
WBT 1 1700 - 0.00 0 0.00 WBT 1 1700 0 0.00 0 0.00
WBR 1 1700 230 0.14 210 0.12 WBR 1 1700 220 0.13 200 0.12
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 0.69 TOTAL CAPACITY UTILIZATION 0.56 0.69




11 Pacific Coast Hwy at Newland St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AM PEAKHOUR  PM PEAKHOUR

LANES CAPACITY VOL VIC VOL vIC
NBL 1 1700 0 0.00* 0 0.00
NBT 3 5100 1184 0.23 2298 045 *
NBR 1 1700 30 0.02 320 0.19
SBL 1 1700 100 0.06 200 012 *
SBT 3 5100 1841 0.36 * 1401 0.27
SBR 1 1700 0 0.00 10 0.01
EBL 0 0 10 0.01 0 0.00
EBT 1 1700 10 001 10 0.01*
EBR 1 1700 0 0.00 0 0.00
WBL 1 1700 230 014 * 110 0.06 *
WBT 1 1700 0 0.00 0 0.00
WBR 1 1700 220 013 210 012
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.56 0.69

Appendix F, Traffic Impact Analysis - page 960
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



12 Pacific Coast Hwy at Magnolia St

Appendix F, Traffic Impact Analysis - page 961
City of Huntington Beach - DTSP Update
Program Environmental Impact Report

-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL viC VOL VIC LANES CAPACITY VOL vIC VoL vIC
NBL 1 1700 20 001~ 30 0.02 NBL 1 1700 20 001 * 30 0.02
NBT 3 5100 1074 0.21 2648 052 * NBT 3 5100 1074 0.21 2648 0.52
NBR 1 1700 60 0.04 190 0.11 NBR 1 1700 50 0.03 190 0.11
SBL 1 1700 100 0.06 150 0.09 * SBL 1 1700 100 0.06 150 0.09 *
SBT 3 5100 1951 038 * 1291 0.25 SBT 3 5100 1961 038 * 1302 0.26
SBR 1 1700 30 0.02 30 0.02 SBR 1 1700 30 0.02 30 0.02
EBL 1 1700 10 0.01 20 0.01 EBL 1 1700 10 0.01 20 0.01
EBT 1 1700 20 0.02 * 30 0.02 EBT 1 1700 20 0.02 * 30 002 *
EBR 0 0 10 0.00 10 0.00 EBR 0 0 10 0.00 10 0.00
WBL 1.5 2550 160 0.06 * 110 0.04 * WBL 15 2550 160 0.06 * 100 0.04 *
WBT 05 850 20 0.02 30 0.04 WBT 05 850 20 0.02 30 0.04
WBR 1 1700 170 0.10 100 0.06 WBR 1 1700 170 0.10 100 0.06
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.056
TOTAL CAPACITY UTILIZATION 0.52 0.72 TOTAL CAPACITY UTILIZATION 0.52 0.72

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL vic VOL ViIC LANES CAPACITY VOL \/ VOL viC
NBL 1 1700 20 0.01* 30 0.02 NBL 1 1700 20 0.01* 30 0.02
NBT 3 5100 1,074 0.21 2648 0.52 * NBT 3 5100 1064 0.21 2648 052 *
NBR 1 1700 50 0.03 200 0.12 NBR 1 1700 50 0.03 190 0.11
SBL 1 1700 100 0.06 150 0.09 * SBL 1 1700 100 0.06 160 0.09 *
SBT 3 5100 1,951 038 * 1291 0.25 SBT 3 5100 1951 038 * 1302 0.26
SBR 1 1700 30 0.02 30 0.02 SBR 1 1700 30 0.02 30 0.02
EBL 1 1700 10 0.01 20 0.01 EBL 1 1700 10 0.01 20 0.01
EBT 1 1700 20 0.02* 30 0.02 * EBT 1 1700 20 0.02 * 30 0.02 *
EBR 0 0 10 0.00 10 0.00 EBR 0 0 10 0.00 10 0.00
WBL 1.5 2550 160 0.06 * 110 0.04 * WBL 1.5 2550 160 0.06 * 100 0.04 *
WBT 05 850 20 0.02 30 0.04 WBT 05 850 20 0.02 30 0.04
WBR 1 1700 170 0.10 100 0.06 WBR 1 1700 170 0.10 90 0.05
Right Turn Adjustment 0.00 0.00 Right Tumn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.52 0.72 TOTAL CAPACITY UTILIZATION 052 0.72




12 Pacific Coast Hwy at Magnolia St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AM PEAKHOUR  PM PEAK HOUR

LANES CAPACITY VoL VIC VoL VIC
NBL 1 1700 20 0.01* 30 0.02
NBT 3 5100 1074 0.21 2648 0.52 *
NBR 1 1700 60 0.04 190 0.11
SBL 1 1700 100 0.06 150 0.09 *
SBT 3 5100 1951 0.38 * 1291 0.25
SBR 1 1700 30 0.02 30 0.02
EBL 1 1700 10 0.01 20 0.01
EBT 1 1700 20 0.02* 30 002 *
EBR 0 0 10 0.00 10 0.00
WBL 15 2550 160 0.06 * 110 0.04 *
WBT 0.5 850 20 0.02 30 0.04
WBR 1 1700 170 0.10 100 0.06
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.52 072

Appendix F, Traffic Impact Analysis - page 962
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



13 Pacific Coast Hwy at Brookhurst St

Appendix F, Traffic Impact Analysis - page 963
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-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL ViC VOL vIC LANES CAPACITY VOL vIC VOL ViIC
NBL 1 1700 10 0.01* 20 0.01 NBL 1 1700 10 0.01* 20 0.01
NBT 3 5100 964 0.19 2198 0.43 NBT 3 5100 954 0.19 2198 043 *
NBR 1 1700 210 0.12 550 0.32 NBR 1 1700 210 0.12 550 0.32
SBL 2 3400 160 0.05 220 0.06 SBL 2 3400 160 0.05 220 0.06 *
SBT 3 5100 2011 0.39 * 1481 0.29 SBT 3 5100 2021 040 * 1492 0.29
SBR 1 1700 10 0.01 10 0.01 SBR 1 1700 10 0.01 10 0.01
EBL 1 1700 10 0.01 20 0.01 EBL 1 1700 10 0.01 20 0.01
EBT 1 1700 10 0.01~ 40 0.04 EBT 1 1700 10 001" 40 0.04 ¥
EBR 0 0 10 0.00 30 0.00 EBR 0 0 10 0.00 30 0.00
WBL 2 3400 670 0.20 * 290 0.09 WBL 2 3400 670 020 * 280 0.08 *
WBT 1700 10 0.01 30 0.02 WBT 1 1700 10 0.01 30 0.02
WBR 1 1700 170 0.10 160 0.09 WBR 1 1700 170 0.10 160 0.09
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.66 0.67 TOTAL CAPACITY UTILIZATION 0.67 0.66

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AM PEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL viC VOL viIC LANES CAPACITY VOL viC VOL ViC
NBL 1 1700 10 0.01* 20 0.01 NBL 1 1700 10 0.01* 20 0.01
NBT 3 5100 964 0.19 2198 043 NBT 3 5100 954 0.19 2188 043 ¥
NBR 1 1700 210 0.12 550 0.32 NBR 1 1700 210 0.12 550 0.32
SBL 2 3400 170 0.05 230 0.07 SBL 2 3400 170 0.05 230 007 *
SBT 3 5100 2,011 039~ 1481 0.29 SBT 3 5100 2011 039" 1481 0.29
SBR 1700 10 0.01 10 0.01 SBR 1 1700 10 0.01 10 0.01
EBL 1 1700 10 0.01 20 0.01 EBL 1 1700 10 0.01 20 0.01
EBT 1 1700 10 0.01* 40 0.04 EBT 1 1700 10 001" 40 0.04 *
EBR 0 0 10 0.00 30 0.00 EBR 0 0 10 0.00 30 0.00
WBL 2 3400 670 020" 290 0.09 WBL 2 3400 670 020" 280 0.08 *
WBT 1 1700 10 0.01 30 0.02 WBT 1 1700 10 0.01 30 0.02
WBR 1 1700 160 0.09 160 0.09 WBR 1 1700 160 0.09 160 0.09
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.66 0.68 TOTAL CAPACITY UTILIZATION 0.66 0.67




13 Pacific Coast Hwy at Brookhurst St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAKHOUR

LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 10 0.01* 20 0.01
NBT 3 5100 964 0.19 2198 043 *
NBR 1 1700 210 0.12 550 0.32
SBL 2 3400 160 0.05 220 0.06 *
SBT 3 5100 2011 0.39* 1481 0.29
SBR 1 1700 10 0.01 10 0.01
EBL 1 1700 10 0.01 20 0.01
EBT 1 1700 10 0.01* 40 0.04 *
EBR 0 0 10 0.00 30 0.00
WBL 2 3400 670 020 * 290 0.09 *
WBT 1 1700 10 0.01 30 0.02
WBR 1 1700 170 0.10 160 0.09
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.66 0.67

Appendix F, Traffic Impact Analysis - page 964
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14 Main St at Yorktown Ave
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031218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL ViIC LANES CAPACITY VOL ViIC VOL ViIC
NBL 1 1700 276 0.16 * 231 0.14 * NBL 1 1700 266 0.16 * 189 0.11
NBT 2 3400 452 0.13 525 0.15 NBT 2 3400 452 0.13 547 0.16
NBR 1 1700 45 0.03 59 0.03 NBR 1 1700 56 0.03 59 0.03
SBL 2 3400 110 0.03 330 0.10 SBL 2 3400 110 0.03 330 0.10
SBT 2 3400 424 012 * 522 0.15 ¥ SBT 2 3400 413 012 * 511 0.15
SBR d 1700 60 0.04 160 0.09 SBR d 1700 60 0.04 160 0.09
EBL 1 1700 100 0.06 * 110 0.06 * EBL 1 1700 100 0.06 * 100 0.06 *
EBT 2 3400 350 0.10 470 0.14 EBT 2 3400 350 0.10 470 0.14
EBR d 1700 157 0.09 300 0.18 EBR d 1700 167 0.10 310 0.18
WBL 1 1700 45 0.03 98 0.06 WBL 1 1700 45 0.03 98 0.06
WBT 2 3400 350 0.10 * 550 0.16 ¥ WBT 2 3400 360 011+ 560 0.16 *
WBR d 1700 100 0.06 200 0.12 WBR d 1700 100 0.06 190 0.11
Right Tum Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.49 0.56 TOTAL CAPACITY UTILIZATION 0.50 0.53

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL VIC VOL viC
NBL 1 1700 276 0.16 * 231 0.14 * NBL 1 1700 256 015 * 210 0.12 ¥
NBT 2 3400 441 0.13 525 0.15 NBT 2 3400 463 0.14 547 0.16
NBR 1 1700 56 0.03 59 0.03 NBR 1 1700 56 0.03 59 0.03
SBL 2 3400 110 0.03 330 0.10 SBL 2 3400 110 0.03 340 0.10
SBT 2 3400 424 012* 511 0.15 * SBT 2 3400 424 012+ 511 0.15 *
SBR d 1700 60 0.04 160 0.09 SBR d 1700 50 0.03 170 0.10
EBL 1 1700 100 0.06 * 110 0.06 * EBL 1 1700 100 0.06 * 100 0.06 *
EBT 2 3400 350 0.10 470 0.14 EBT 2 3400 360 0.11 480 0.14
EBR d 1700 157 0.09 300 0.18 EBR d 1700 157 0.09 300 0.18
WBL 1 1700 45 0.03 98 0.06 WBL 1 1700 45 0.03 98 0.06
WBT 2 3400 350 0.10 * 540 0.16 * WBT 2 3400 370 011~ 550 0.16 ¥
WBR d 1700 100 0.06 200 0.12 WBR d 1700 100 0.06 200 0.12
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.49 0.56 TOTAL CAPACITY UTILIZATION 049 0.54




14 Main St at Yorktown Ave

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAKHOUR

LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 276 0.16 * 231 0.14 ¥
NBT 2 3400 452 0.13 525 0.15
NBR 1 1700 45 0.03 59 0.03
SBL 2 3400 110 0.03 330 0.10
SBT 2 3400 424 012* 522 0.15 ¥
SBR d 1700 60 0.04 160 0.09
EBL 1 1700 100 0.06 * 110 0.06 *
EBT 2 3400 350 0.10 470 0.14
EBR d 1700 157 0.09 300 0.18
WBL 1 1700 45 0.03 98 0.06
WBT 2 3400 350 010~ 550 0.16 *
WBR d 1700 100 0.06 200 0.12
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.49 0.56

Appendix F, Traffic Impact Analysis - page 966
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15 Main St at 17th St -03 1218
2030 Base Case (Current Network) + Project 2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic
AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VoL VIC VOL VIC LANES CAPACITY VOL v/iC VoL viC
NBL 1 1700 0 0.00 * 20 0.01* NBL 1 1700 0 0.00 * 20 0.01*
NBT 2 3400 344 0.10 515 0.15 NBT 2 3400 344 0.10 515 0.15
NBR 1 1700 30 0.02 20 0.01 NBR 1 1700 30 0.02 20 0.01
SBL 0 0 0 0.00 0 0.00 SBL 0 0 0 0.00 0 0.00
SBT 15 2550 406 0.16 * 601 0.24 * SBT 1.5 2550 406 0.16 * 601 0.24 ¥
SBR 15 2550 170 0.07 190 0.07 SBR 1.5 2550 170 0.07 190 0.07
EBL 1 1700 180 011" 190 0.11* EBL 1 1700 180 011 190 011~
EBT 1 1700 20 0.01 20 0.01 EBT 1 1700 20 0.01 20 0.01
EBR 0 0 0 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 1 1700 0 0.00 0 0.00 WBL 1 1700 0 0.00 0 0.00
WBT 0 0 0 0.00 * 0 0.00 * WBT 0 0 0 0.00 * 0 0.00 *
WBR 0 0 0 0.00 0 0.00 WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.32 041 TOTAL CAPACITY UTILIZATION 0.32 0.41
2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic 2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only
AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL viC VOL vIC LANES CAPACITY VOL viC VOL viC
NBL 1 1700 - 0.00 * 20 0.01 * NBL 1 1700 10 0.01* 10 0.01*
NBT 2 3400 344 0.10 515 0.15 NBT 2 3400 459 0.14 655 0.19
NBR 1 1700 30 0.02 20 0.01 NBR 1 1700 50 0.03 30 0.02
SBL 0 0 - 0.00 0 0.00 SBL 0 0 0 0.00 0 0.00
SBT 15 2550 406 0.16 * 601 0.24 * SBT 1.5 2550 598 023 * 692 027 *
SBR 15 2550 170 0.07 190 0.07 SBR 1.5 2550 160 0.06 200 0.08
EBL 1 1700 180 011" 190 0.11 % EBL 1 1700 230 0.14 * 280 0.16 *
EBT 1 1700 20 0.01 20 0.01 EBT 1 1700 30 0.02 30 0.02
EBR 0 0 - 0.00 0 0.00 EBR 0 0 10 0.00 10 0.00
WBL 1 1700 - 0.00 0 0.00 WBL 1 1700 0 0.00 0 0.00
WBT 0 0 - 0.00 * 0 0.00 * WBT 0 0 0 0.00 * 0 0.00 *
WBR 0 0 - 0.00 0 0.00 WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05

TOTAL CAPACITY UTILIZATION 0.32 0.41 TOTAL CAPACITY UTILIZATION 0.43 0.49



15 Main St at 17th St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAK HOUR

LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 0 0.00 * 20 0.01*
NBT 2 3400 344 0.10 515 0.15
NBR 1 1700 30 0.02 20 0.01
SBL 0 0 0 0.00 0 0.00
SBT 15 2550 406 0.16 * 601 0.24 *
SBR 15 2550 170 0.07 190 0.07
EBL 1 1700 180 011~ 190 011"
EBT 1 1700 20 0.01 20 0.01
EBR 0 0 0 0.00 0 0.00
WBL 1 1700 0 0.00 0 0.00
WBT 0 0 0 0.00 * 0 0.00 *
WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.32 0.41

Appendix F, Traffic Impact Analysis - page 968
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16 Main St at Adams Ave
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-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL viCc VOL VIC LANES CAPACITY VOL viC VoL VIC
NBL 1 1700 30 0.02 10 0.01 NBL 1 1700 30 0.02 10 0.01
NBT 1 1700 394 023 * 455 0.27 NBT 1 1700 394 023 * 455 0.27
NBR d 1700 148 0.09 133 0.08 NBR d 1700 137 0.08 133 0.08
SBL 1 1700 70 0.04 * 110 0.06 SBL 1 1700 70 0.04 * 100 0.06
SBT 1 1700 356 0.21 541 0.32 SBT 1 1700 356 0.21 541 0.32
SBR d 1700 30 0.02 10 0.01 SBR d 1700 30 0.02 10 0.01
EBL 0 0 10 0.01 * 0 0.00 EBL 0 0 10 0.00 * 0 0.00 *
EBT 1 1700 230 0.14 200 0.12 EBT 1 1700 230 0.14 200 0.12
EBR 1 1700 10 0.01 10 0.01 EBR 1 1700 10 0.01 10 0.01
WBL 0 0 78 0.05 222 0.13 WBL 0 0 78 0.00 222 0.13
WBT 1 1700 230 022 * 340 0.37 WBT 1 1700 230 022 * 340 037 "
WBR 0 0 70 0.00 70 0.00 WBR 0 0 70 0.00 70 0.00
Right Turn Adjustment 0.00 0.00 Right Tum Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.55 0.75 TOTAL CAPACITY UTILIZATION 0.54 0.75

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PMPEAK HOUR
LANES CAPACITY VOL [ VoL ViC LANES CAPACITY VOL ViIC VOL VIC
NBL 1 1700 30 0.02 10 0.01 NBL 1 1700 30 0.02 10 0.01
NBT 1700 394 023 * 455 0.27 NBT 1 1700 394 023 * 455 0.27 *
NBR d 1700 137 0.08 133 0.08 NBR d 1700 148 0.09 144 0.08
SBL 1 1700 70 0.04 * 100 0.06 SBL 1 1700 80 0.05* 120 0.07 *
SBT 1700 356 0.21 541 0.32 SBT 1700 345 0.20 518 0.30
SBR d 1700 30 0.02 10 0.01 SBR d 1700 30 0.02 10 0.01
EBL 0 0 10 0.01 * 0 0.00 EBL 0 0 10 0.01 * 0 0.00 *
EBT 1700 230 0.14 200 0.12 EBT 1700 240 0.15 200 0.12
EBR 1 1700 10 0.01 10 0.01 EBR 1 1700 10 0.01 10 0.01
WBL 0 0 78 0.05 222 0.13 WBL 0 0 89 0.05 233 0.14
WBT 1 1700 230 0.22* 340 0.37 WBT 1 1700 230 023 * 340 0.38
WBR 0 0 70 0.00 70 0.00 WBR 0 0 80 0.00 70 0.00
Right Turn Adjustment 0.00 0.00 Right Tumn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.55 0.75 TOTAL CAPACITY UTILIZATION 0.57 0.77




16 Main St at Adams Ave

2030 + Proj - Network Alt 4 - 6th Street Realignment

NBL
NBT
NBR

SBL
SBT
SBR

EBL
EBT
EBR

WBL
WBT
WBR

Right Turn Adjustment
Clearance Interval

LANES CAPACITY

1
0

1700
1700
1700

1700

1700
1700

1700
1700

1700

AMPEAKHOUR  PMPEAKHOUR
VOL vic VoL viIC
30 0.02 10 0.01
304 023 * 455 0.27
148 0.09 133 0.08
70 0.04 * 110 0.06
356 0.21 541 0.32
30 0.02 10 0.01
10 001* 0 000"
230 0.14 200 012
10 0.01 10 0.01
78 0.05 222 0.13
230 022 * 340 0.37
70 0.00 70 0.00
0.00 0.00
0.05 0.05

TOTAL CAPACITY UTILIZATION

0.55

0.75

Appendix F, Traffic Impact Analysis - page 970
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



17 Main St at Walnut Ave
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-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VoL VIC VoL VIC LANES CAPACITY VOL viC VOL viIC
NBL 0 0 21 0.01 * 38 0.02 NBL 0 0 0 0.00 0 0.00
NBT 1 1700 81 0.08 161 0.17 NBT 1 1700 0 0.00 0 0.00
NBR 0 0 38 0.00 83 0.00 NBR 0 0 0 0.00 0 0.00
SBL 0 0 37 0.02 52 0.03 SBL 0 0 0 0.00 0 0.00
SBT 1 1700 91 010 * 121 0.13 SBT 1 1700 0 0.00 0 0.00
SBR 0 0 47 0.00 41 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 27 002 * 21 0.01 EBL 0 0 0 0.00 0 0.00
EBT 1 1700 84 0.08 134 0.14 EBT 1 1700 0 0.00 0 0.00
EBR 0 0 21 0.00 87 0.00 EBR 0 0 0 0.00 0 0.00
WBL 0 0 18 0.01 53 0.03 WBL 0 0 0 0.00 0 0.00
WBT 1 1700 81 0.09 * 138 0.14 WBT 1 1700 0 0.00 0 0.00
WBR 0 0 47 0.00 51 0.00 WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Tum Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.27 042 TOTAL CAPACITY UTILIZATION 0.05 0.05

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAKHOUR AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL VIC VoL ViC LANES CAPACITY VOL VIC VoL VIC
NBL 0 0 - 0.00 0 0.00 NBL 0 0 0 0.00 0 0.00
NBT 1700 - 0.00 0 0.00 NBT 1 1700 0 0.05* 0 0.12
NBR 0 0 - 0.00 0 0.00 NBR 0 0 84 0.00 212 0.00
SBL 0 0 - 0.00 0 0.00 SBL 0 0 0 0.00 * 0 0.00 *
SBT 1 1700 - 0.00 0 0.00 SBT 1700 0 0.00 0 0.00
SBR 0 0 - 0.00 0 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 - 0.00 * 0 0.00 EBL 0 0 0 0.00 * 0 0.00 *
EBT 1 1700 84 0.05 107 0.06 EBT 1 1700 33 0.03 30 0.06
EBR 0 0 0.00 0 0.00 EBR 0 0 14 0.00 68 0.00
WBL 0 0 - 0.00 0 0.00 WBL 0 0 12 0.01 53 0.03
WBT 1 1700 108 0.06 * 110 0.06 WBT 1 1700 114 0.07 * 151 0.12 *
WBR 0 0 - 0.00 0 0.00 WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.11 0.1 TOTAL CAPACITY UTILIZATION 0.17 0.29




17 Main St at Walnut Ave

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PMPEAK HOUR

LANES CAPACITY VoL VIC VOL ViIC
NBL 0 0 21 0.01 * 38 0.02
NBT 1 1700 81 0.08 161 017 *
NBR 0 0 38 0.00 83 0.00
SBL 0 0 37 0.02 52 0.03 *
SBT 1 1700 91 0.10 * 121 0.13
SBR 0 0 47 0.00 41 0.00
EBL 0 0 27 0.02 * 21 0.01
EBT 1 1700 84 0.08 134 0.14 *
EBR 0 0 21 0.00 87 0.00
WBL 0 0 18 0.01 53 0.03 *
WBT 1 1700 81 0.09 * 138 0.14
WBR 0 0 47 0.00 51 0.00
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.27 0.42

Appendix F, Traffic Impact Analysis - page 972
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18 Main St at Olive Ave
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-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VOL VIC VoL VIC LANES CAPACITY VOL VIC VOL VIC
NBL 0 0 24 0.01 63 0.04 NBL 0 0 0 0.00 0 0.00
NBT 1 1700 103 010 * 156 0.16 NBT 1 1700 0 0.00 0 0.00
NBR 0 0 47 0.00 52 0.00 NBR 0 0 0 0.00 0 0.00
SBL 0 0 86 005 * 61 0.04 SBL 0 0 0 0.00 0 0.00
SBT 1700 103 0.13 136 0.15 SBT 1 1700 0 0.00 0 0.00
SBR 0 0 37 0.00 52 0.00 SBR 0 0 0 0.00 0 0.00
EBL 0 0 27 0.02 * 41 0.02 EBL 0 0 0 0.00 0 0.00
EBT 1 1700 77 0.08 146 0.14 EBT 1 1700 0 0.00 0 0.00
EBR 0 0 24 0.00 52 0.00 EBR 0 0 0 0.00 0 0.00
WBL 0 0 18 0.01 42 0.02 WBL 0 0 0 0.00 0 0.00
WBT 1 1700 66 0.08 * 137 0.15 WBT 1 1700 0 0.00 0 0.00
WBR 0 0 57 0.00 70 0.00 WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Tum Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.30 0.42 TOTAL CAPACITY UTILIZATION 0.05 0.05

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL VIC VOL VIC
NBL 0 0 - 0.00 0 0.00 NBL 0 0 0 0.00 * 0 0.00 *
NBT 1 1700 - 0.00 0 0.00 NBT 1 1700 0 0.00 0 0.00
NBR 0 0 - 0.00 0 0.00 NBR 0 0 0 0.00 0 0.00
SBL 0 0 - 0.00 0 0.00 SBL 0 0 0 0.00 68 0.04
SBT 1 1700 - 0.00 0 0.00 SBT 1 1700 0 002 * 0 0.06 *
SBR 0 0 - 0.00 0 0.00 SBR 0 0 34 0.00 39 0.00
EBL 0 0 - 0.00 * 0 0.00 EBL 0 0 0 0.00 * 0 0.00 *
EBT 1 1700 154 0.09 167 0.10 EBT 1 1700 76 0.04 159 0.09
EBR 0 0 - 0.00 0 0.00 EBR 0 0 0 0.00 0 0.00
WBL 0 0 - 0.00 0 0.00 WBL 0 0 0 0.00 0 0.00
WBT 1 1700 165 010 * 251 0.15 WBT 1 1700 71 014 * 62 0.12 *
WBR 0 0 - 0.00 0 0.00 WBR 0 0 165 0.00 138 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.15 0.20 TOTAL CAPACITY UTILIZATION 0.21 0.23




18 Main St at Olive Ave

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAKHOUR

LANES CAPACITY VoL vic VoL VIC
NBL 0 0 24 0.01 63 0.04
NBT 1 1700 103 010 * 156 0.16
NBR 0 0 47 0.00 52 0.00
SBL 0 0 86 0.05 * 61 0.04
SBT 1 1700 103 0.13 136 0.15
SBR 0 0 7 0.00 52 0.00
EBL 0 0 27 0.02 * 41 0.02
EBT 1 1700 77 0.08 146 0.14
EBR 0 0 24 0.00 52 0.00
WBL 0 0 18 0.01 42 0.02
WBT 1 1700 66 0.08* 137 0.15
WBR 0 0 57 0.00 70 0.00
Right Tum Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.30 0.42

Appendix F, Traffic Impact Analysis - page 974
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19 Main St at 6th St

Appendix F, Traffic Impact Analysis - page 975
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-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PMPEAK HOUR
LANES CAPACITY VoL ViC VOL ViIC LANES CAPACITY VOL VIC VoL viC
NBL 0 0 12 001 * 39 002 * NBL 0 0 12 0.00 * 19 0.01 ¥
NBT 1 1700 151 0.12 231 0.17 NBT 1 1700 124 0.09 159 0.1
NBR 0 0 33 0.00 25 0.00 NBR 0 0 11 0.00 12 0.00
SBL 0 0 10 0.01 40 0.02 SBL 0 0 20 0.00 50 0.03
SBT 1700 203 015 * 237 021~ SBT 1 1700 127 012 * 153 0.18 *
SBR 0 0 M4 0.00 82 0.00 SBR 0 0 5 0.00 109 0.00
EBL 0 0 63 0.04 93 0.05 EBL 0 0 76 0.00 146 0.09
EBT 1700 98 011+ 164 0.17 * EBT 1 1700 120 012~ 175 0.21 ¥
EBR 0 0 32 0.00 40 0.00 EBR 0 0 16 0.00 40 0.00
WBL 0 0 63 0.04 * 45 0.03 ¥ WBL 0 0 63 0.00 * M4 0.02 *
WBT 1 1700 89 0.10 133 0.13 WBT 1 1700 78 0.09 133 0.13
WBR 0 0 10 0.00 40 0.00 WBR 0 0 10 0.00 50 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.36 048 TOTAL CAPACITY UTILIZATION 0.29 047

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAK HOUR  PMPEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VoL VIC LANES CAPACITY VOL ViC VoL VIC
NBL 0 0 12 001 * 19 0.01 * NBL 0 0 12 001 * 39 0.02 ™
NBT 1 1700 96 0.07 115 0.09 NBT 1700 124 0.09 188 0.14
NBR 0 0 11 0.00 12 0.00 NBR 0 0 22 0.00 12 0.00
SBL 0 0 10 0.01 40 0.02 SBL 0 0 10 0.01 30 0.02
SBT 1 1700 114 010 * 153 0.17 * SBT 1700 114 0.11* 153 0.18 *
SBR 0 0 51 0.00 96 0.00 SBR 0 0 68 0.00 123 0.00
EBL 0 0 88 0.05 133 0.08 EBL 0 0 50 0.03 * 93 0.05 ¥
EBT 1 1700 109 013~ 175 0.20 * EBT 1700 44 0.06 87 0.13
EBR 0 0 32 0.00 40 0.00 EBR 0 0 16 0.00 40 0.00
WBL 0 0 63 0.04 * 34 0.02 WBL 0 0 52 0.03 22 0.01
WBT 1 1700 89 0.10 133 0.12 WBT 1 1700 56 007~ 122 011~
WBR 0 0 10 0.00 40 0.00 WBR 0 0 10 0.00 40 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.33 045 TOTAL CAPACITY UTILIZATION 0.27 0.41




19 Main St at 6th St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PMPEAKHOUR

LANES CAPACITY VoL VIC VoL VIC
NBL 0 0 0 0.00 0 0.00
NBT 1 1700 209 0.14 320 0.20
NBR 0 0 33 0.00 25 0.00
SBL 0 0 10 0.01 40 0.02
SBT 1 1700 244 0.15 313 0.21
SBR 0 0 0 0.00 0 0.00
EBL 0 0 0 0.00 0 0.00
EBT 1 1700 0 0.00 0 0.00
EBR 0 0 0 0.00 0 0.00
WBL 0 0 63 0.04 45 0.03
WBT 1 1700 0 0.04 0 0.05
WBR 0 0 10 0.00 40 0.00
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.24 0.32

Appendix F, Traffic Impact Analysis - page 976
City of Huntington Beach - DTSP Update
Program Environmental Impact Report



20 Lake St at 6th St

Appendix F, Traffic Impact Analysis - page 977
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-03 1218

2030 Base Case (Current Network) + Project
AMPEAKHOUR  PMPEAKHOUR

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic
AMPEAKHOUR  PMPEAK HOUR

LANES CAPACITY VoL ViC VoL ViC LANES CAPACITY VOL VIC VoL VIC
NBL 0 0 22 001 ~* 33 0.02 NBL 0 0 22 0.00 * 44 0.03 *
NBT 1 1700 47 0.04 266 0.19 NBT 1 1700 47 0.04 290 0.21
NBR 0 0 0 0.00 20 0.00 NBR 0 0 0 0.00 30 0.00
SBL 0 0 50 0.03 40 0.02 SBL 0 0 60 0.00 40 0.02
SBT 1 1700 118 014 * 243 0.24 SBT 1 1700 118 015* 243 0.24
SBR 0 0 70 0.00 125 0.00 SBR 0 0 70 0.00 125 0.00
EBL 0 0 89 0.05 86 0.05 EBL 0 0 67 0.00 49 0.03
EBT 1 1700 40 0.11 70 0.1 EBT 1 1700 30 012 * 60 012 *
EBR 0 0 52 0.00 K7 0.00 EBR 0 0 104 0.00 91 0.00
WBL 0 0 0 0.00 10 0.01 WBL 0 0 0 0.00 * 10 0.01 *
WBT 1 1700 90 0.06 80 0.07 WBT 1 1700 90 0.07 80 0.07
WBR 0 0 20 0.00 30 0.00 WBR 0 0 30 0.00 30 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.31 043 TOTAL CAPACITY UTILIZATION 0.32 045

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

AM PEAKHOUR  PMPEAKHOUR

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAKHOUR

LANES CAPACITY VOL VIC VOL VIC LANES CAPACITY VOL vIC VOL VIC
NBL 0 0 22 001 * 44 0.03 NBL 0 0 1 0.01 * 1 0.01 ¥
NBT 1 1700 47 0.04 290 0.21 NBT 1 1700 7 0.05 218 0.16
NBR 0 0 - 0.00 30 0.00 NBR 0 0 0 0.00 40 0.00
SBL 0 0 60 0.04 40 0.02 SBL 0 0 60 0.04 40 0.02
SBT 1 1700 118 0.15* 255 0.24 SBT 1 1700 105 012* 182 0.18 *
SBR 0 0 70 0.00 114 0.00 SBR 0 0 47 0.00 AN 0.00
EBL 0 0 78 005 * 49 0.03 EBL 0 0 1 001 * 12 0.01 ™
EBT 1 1700 30 0.11 70 011 EBT 1 1700 30 0.05 50 0.04
EBR 0 0 73 0.00 68 0.00 EBR 0 0 42 0.00 " 0.00
WBL 0 0 - 0.00 10 0.01 WBL 0 0 0 0.00 10 0.01
WBT 1 1700 90 007 * 80 0.07 WBT 1 1700 80 0.06 * 80 0.07 *
WBR 0 0 30 0.00 30 0.00 WBR 0 0 30 0.00 30 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.33 044 TOTAL CAPACITY UTILIZATION 025 0.32




20 Lake St at 6th St

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PMPEAKHOUR

LANES CAPACITY VoL VIC VoL VIC
NBL 0 0 22 0.01 * 33 0.02 *
NBT 1 1700 47 0.04 266 0.19
NBR 0 0 0 0.00 20 0.00
SBL 0 0 50 0.03 40 0.02
SBT 1 1700 118 014~ 243 0.24 ¥
SBR 0 0 70 0.00 125 0.00
EBL 0 0 89 0.05 86 0.05
EBT 1 1700 40 0.11 70 0.11
EBR 0 0 52 0.00 34 0.00
WBL 0 0 0 0.00 10 0.01
WBT 1 1700 90 0.06 80 0.07
WBR 0 0 20 0.00 30 0.00
Right Tum Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.31 0.43

Appendix F, Traffic Impact Analysis - page 978
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21 Lake St at Orange Ave

Appendix F, Traffic Impact Analysis - page 979
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-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOLUR  PM PEAK HOUR
LANES CAPACITY VoL VIC VOL V/IC LANES CAPACITY VOL ViC VoL \7
NBL 0 0 30 002 * 84 0.05 NBL 0 0 110 0.00 * 238 0.14 *
NBT 1 1700 46 0.06 9 0.20 NBT 1 1700 46 0.10 125 0.31
NBR 0 0 18 0.00 164 0.00 NBR 0 0 18 0.00 164 0.00
SBL 0 0 32 0.02 44 0.03 SBL 0 0 21 0.00 44 0.03
SBT 1 1700 107 0.11* 200 0.18 SBT 1 1700 150 012 * 253 0.22 *
SBR 0 0 4 0.00 63 0.00 SBR 0 0 41 0.00 84 0.00
EBL 0 0 30 0.02 45 0.03 EBL 0 0 60 0.00 45 0.03 *
EBT 1 1700 330 0.24 * 299 0.25 EBT 1 1700 330 0.28 * 377 0.33
EBR 0 0 41 0.00 73 0.00 EBR 0 0 92 0.00 144 0.00
WBL 0 0 39 0.02 * 154 0.09 WBL 0 0 39 0.00 * 143 0.08
WBT 1 1700 242 0.19 345 0.38 WBT 1 1700 315 0.24 382 0.40 *
WBR 0 0 42 0.00 153 0.00 WBR 0 0 53 0.00 153 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.44 0.69 TOTAL CAPACITY UTILIZATION 0.45 0.84

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VOL VIC VoL ViC LANES CAPACITY VOL VIC VOL \/
NBL 0 0 60 0.04 * 118 0.07 NBL 0 0 30 0.02 * 84 0.05
NBT 1 1700 58 0.08 148 0.25 NBT 1 1700 58 0.06 159 0.24 ¥
NBR 0 0 18 0.00 164 0.00 NBR 0 0 18 0.00 164 0.00
SBL 0 0 2 0.0 a4 0.03 SBL 0 0 32 0.02 4 0.03
SBT 1 1700 150 0.11* 232 0.20 SBT 1 1700 86 011 116 0.14
SBR 0 0 20 0.00 63 0.00 SBR 0 0 62 0.00 84 0.00
EBL 0 0 30 0.02 45 0.03 EBL 0 0 30 0.02 45 0.03
EBT 1 1700 319 0.23* 364 0.28 EBT 1 1700 284 022+ 351 0.31 %
EBR 0 0 41 0.00 73 0.00 EBR 0 0 62 0.00 128 0.00
WBL 0 0 52 0.03 * 154 0.09 WBL 0 0 26 0.02 * 143 0.08 ¥
WBT 1 1700 278 0.22 394 0.41 WBT 1 1700 230 0.16 345 0.34
WBR 0 0 42 0.00 143 0.00 WBR 0 0 2 0.00 82 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.46 0.77 TOTAL CAPACITY UTILIZATION 042 0.71
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21 Lake St at Orange Ave

2030 + Proj - Network Alt 4 - 6th Street Realignment
AMPEAKHOUR  PMPEAKHOUR

LANES CAPACITY VoL /o VoL /o
NBL 0 0 30 002 * 84 0.05
NBT 1 1700 46 0.06 91 0.20
NBR 0 0 18 0.00 164 0.00
SBL 0 0 32 0.02 44 0.03
SBT 1 1700 107 011 200 0.18
SBR 0 0 41 0.00 63 0.00
EBL 0 0 30 0.02 45 0.03 *
EBT 1 1700 330 024" 299 0.25
EBR 0 0 41 0.00 73 0.00
WBL 0 0 39 002 * 154 0.09
WBT 1 1700 242 0.19 345 0.38 *
WBR 0 0 42 0.00 153 0.00
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05

TOTAL CAPACITY UTILIZATION 0.44 0.69



22 Orange / Atlanta Ave at 1st St
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-03 1218

2030 Base Case (Current Network) + Project

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAK HOUR AMPEAKHOUR  PM PEAKHOUR
LANES CAPACITY VoL VIC VoL VIC LANES CAPACITY VOL ViC VoL VIC
NBL 1 1700 90 0.05 216 0.13 NBL 1 1700 101 0.06 227 0.13
NBT 2 3400 0 012 * 10 0.23 % NBT 2 3400 0 013 * 10 0.24 *
NBR 0 0 418 0.00 784 0.00 NBR 0 0 438 0.00 804 0.00
SBL 0 0 10 001 * 10 0.01 * SBL 0 0 10 0.00* 10 0.01*
SBT 1 1700 10 0.01 0 0.01 SBT 1 1700 10 0.01 0 0.01
SBR d 1700 0 0.00 0 0.00 SBR d 1700 0 0.00 0 0.00
EBL 1 1700 0 0.00 * 0 0.00 * EBL 1 1700 0 0.00 * 0 0.00 *
EBT 1 1700 181 0.1 280 0.16 EBT 1 1700 181 0.1 280 0.16
EBR 1 1700 60 0.04 107 0.06 EBR 1 1700 60 0.04 155 0.09
WBL 0 0 618 0.36 493 0.29 WBL 0 0 577 0.00 493 0.29
WBT 1 1700 203 048 * 296 047 * WBT 1 1700 241 048 * 283 046 *
WBR 0 0 0 0.00 10 0.00 WBR 0 0 0 0.00 10 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.66 0.76 TOTAL CAPACITY UTILIZATION 0.66 0.76

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL ViIC VoL ViIC LANES CAPACITY VOL ViIC VoL VIC
NBL 1 1700 90 0.05 227 0.13 NBL 1 1700 56 0.03 151 0.09
NBT 2 3400 - 013 * 10 0.24 * NBT 2 3400 0 013 * 10 0.23 *
NBR 0 0 438 0.00 804 0.00 NBR 0 0 438 0.00 764 0.00
SBL 0 0 10 0.01 * 10 0.01 * SBL 0 0 10 0.01 * 10 001 *
SBT 1 1700 10 0.01 0 0.01 SBT 1 1700 10 0.01 0 0.01
SBR d 1700 - 0.00 0 0.00 SBR d 1700 0 0.00 0 0.00
EBL 1 1700 - 0.00* 0 0.00 * EBL 1 1700 0 0.00 0 0.00
EBT 1 1700 181 0.11 280 0.16 EBT 1 1700 194 0.11 333 0.20 *
EBR 1 1700 60 0.04 166 0.10 EBR 1 1700 48 0.03 107 0.06
WBL 0 0 618 0.36 493 0.29 WBL 0 0 577 0.34 534 031 *
WBT 1 1700 203 048 * 283 0.46 * WBT 1 1700 190 045 309 0.50
WBR 0 0 0.00 10 0.00 WBR 0 0 0 0.00 10 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.67 0.76 TOTAL CAPACITY UTILIZATION 0.64 0.80



22 Orange/ Atlanta Ave at 1st St

2030 + Proj - Network Alt 4 - 6th Street Realignment

LANES CAPACITY

NBL 1
NBT 2
NBR 0
SBL 0
SBT 1
SBR d
EBL 1
EBT 1
EBR 1
WBL 0
WBT 1
WBR 0

Right Turn Adjustment
Clearance Interval

1700
3400
0

1700

1700

1700

1700
1700

1700

AMPEAKHOUR  PM PEAKHOUR
VOL ViC VOL vic
90 0.05 216 0.13
0 012 10 0.23
418 0.00 784 0.00
10 001" 10 0017
10 0.01 0 0.01
0 0.00 0 0.00
0 0.00 * 0 0.00 *
181 0.11 280 016
60 0.04 107 0.06
618 0.36 493 029
203 048 * 296 047~
0 0.00 10 0.00
0.00 0.00
0.05 0.05

TOTAL CAPACITY UTILIZATION

0.66

0.76
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23 Beach Blvd at Atlanta
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-03 1218

2030 Base Case (Current Network) + Project
AM PEAK HOUR

PM PEAK HOUR

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic
AM PEAKHOUR  PM PEAK HOUR

LANES CAPACITY VoL VIC VOL vIC LANES CAPACITY VOL VIC VoL VIC
NBL 1 1700 20 0.01 90 0.05 NBL 1 1700 20 001 100 0.06
NBT 3 5100 434 0.10 * 921 020" NBT 3 5100 434 010~ 921 0.20 *
NBR 0 0 74 0.00 17 0.00 NBR 0 0 85 0.00 "7 0.00
SBL 1 1700 200 012+ 310 0.18 * SBL 1 1700 190 0.11* 300 0.18 *
SBT 3 5100 645 0.17 549 0.13 SBT 3 5100 655 017 560 0.13
SBR 0 0 215 0.00 124 0.00 SBR 0 0 215 0.00 124 0.00
EBL 1 1700 104 0.06 * 225 013~ EBL 1 1700 104 0.06 * 225 013 *
EBT 2 3400 303 0.10 590 0.18 EBT 2 3400 303 0.10 601 0.19
EBR 0 0 50 0.00 30 0.00 EBR 0 0 50 0.00 30 0.00
WBL 1 1700 64 0.04 77 0.05 WBL 1 1700 64 0.04 77 0.05
WBT 2 3400 505 015 538 0.16 * WBT 2 3400 505 0.15* 549 0.16 *
WBR d 1700 180 0.11 220 0.13 WBR d 1700 180 0.11 220 013
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.48 0.72 TOTAL CAPACITY UTILIZATION 047 0.72
2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic 2030 + Proj - Network Alt 3 - Main St Closure Olive to Wainut Only

AMPEAKHOUR  PM PEAK HOUR AMPEAKHOUR  PM PEAK HOUR

LANES CAPACITY VOL viC VOL ViC

LANES CAPACITY  VOL ViC VOL ViC

NBL 1 1700 20 0.01 90 0.05 NBL 1 1700 20 0.01 90 0.05
NBT 3 5100 445 0.10 * 931 0.21 * NBT 3 5100 413 0.10 * 911 0.20 *
NBR 0 0 74 0.00 117 0.00 NBR 0 0 74 0.00 85 0.00
SBL 1 1700 190 011~ 310 0.18 * SBL 1 1700 200 012 * 300 0.18 *
SBT 3 5100 655 017 560 0.13 SBT 3 5100 645 0.17 549 0.13
SBR 0 0 215 0.00 124 0.00 SBR 0 0 226 0.00 136 0.00
EBL 1 1700 104 0.06 * 236 0.14 * EBL 1 1700 127 007 * 259 0.15 *
EBT 2 3400 303 0.10 590 0.18 EBT 2 3400 314 0.11 622 0.19
EBR 0 0 50 0.00 30 0.00 EBR 0 0 50 0.00 30 0.00
WBL 1 1700 64 0.04 77 0.05 WBL 1 1700 64 0.04 66 0.04
WBT 2 3400 496 015 * 549 0.16 * WBT 2 3400 505 015 * 570 017 ¥
WBR d 1700 180 0.11 220 0.13 WBR d 1700 190 0.11 230 0.14
Right Turn Adjustment 0.00 0.00 Right Tumn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 047 0.74 TOTAL CAPACITY UTILIZATION 0.49 0.75




23 Beach Bivd at Atlanta

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOLR  PM PEAK HOUR

LANES CAPACITY VOL VIC VoL VIC
NBL 1 1700 20 0.01 90 0.05
NBT 3 5100 434 0.10* 921 0.20 ¥
NBR 0 0 74 0.00 117 0.00
SBL 1 1700 200 0.12* 310 0.18 4
SBT 3 5100 645 0.17 549 0.13
SBR 0 0 215 0.00 124 0.00
EBL 1 1700 104 0.06 * 225 0.13
EBT 2 3400 303 0.10 590 0.18
EBR 0 0 50 0.00 30 0.00
WBL 1 1700 64 0.04 77 0.05
WBT 2 3400 505 0.15* 538 0.16 *
WBR d 1700 180 0.11 220 0.13
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.48 072
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24 Beach Blvd at Pacific View
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-03 1218

2030 Base Case (Current Network) + Project

AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL VIC

2030 + Proj - Network Alt 1 - Main St Closure no Cross Traffic

AMPEAKHOUR  PMPEAKHOUR
LANES CAPACITY VOL VIC VOL viC

NBL 1 1700 70 0.04 * 140 0.08 * NBL 1 1700 70 0.04 * 140 0.08 *
NBT 3 5100 388 0.08 1018 0.20 NBT 3 5100 388 0.08 1018 0.20
NBR 0 0 0 0.00 ] 0.00 NBR 0 0 0 0.00 0 0.00
SBL 1 1700 0 0.00 0 0.00 SBL 1 1700 0 0.00 0 0.00
SBT 3 5100 718 047 * 536 043 ™ SBT 3 5100 729 017 * 547 013 *
SBR 0 0 150 0.00 110 0.00 SBR 0 0 150 0.00 110 0.00
EBL 1 1700 50 0.03 * 200 0.12 ¥ EBL 1 1700 50 0.03* 200 0.12 *
EBT 0 0 0 0.00 0 0.00 EBT 0 0 0 0.00 0 0.00
EBR 1 1700 42 0.02 50 0.03 EBR 1 1700 42 0.02 50 0.03
WBL 0 0 0 0.00 0 0.00 WBL 0 0 0 0.00 0 0.00
WBT 0 0 0 0.00 * 0 0.00 * WBT 0 0 0 0.00 * 0 0.00 *
WBR 0 0 0 0.00 0 0.00 WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.29 0.38 TOTAL CAPACITY UTILIZATION 0.29 0.38

2030 + Proj - Network Alt 2 - Main St Closure with Cross Traffic

AMPEAKHOUR  PM PEAK HOUR
LANES CAPACITY VOL VIC VvOL VIC

2030 + Proj - Network Alt 3 - Main St Closure Olive to Walnut Only

AMPEAKHOUR  PMPEAK HOUR
LANES CAPACITY VOL VIC VOL A/

NBL 1 1700 70 0.04 * 140 0.08 * NBL 1 1700 50 0.03 * 40 0.02
NBT 3 5100 399 0.08 1018 0.20 NBT 3 5100 366 0.07 1008 0.20 *
NBR 0 0 - 0.00 0 0.00 NBR 0 0 0 0.00 0 0.00
SBL 1 1700 - 0.00 0 0.00 SBL 1 1700 0 0.00 0 0.00 *
SBT 3 5100 729 017 * 547 013 * SBT 3 5100 698 017 * 536 0.13
SBR 0 - 0 150 0.00 110 0.00 SBR 0 0 150 0.00 110 0.00
EBL 1 1700 50 003 * 200 0.12 * EBL 1 1700 40 0.02* 160 0.08 *
EBT 0 0 - 0.00 0 0.00 EBT 0 0 0 0.00 0 0.00
EBR 1 1700 42 0.02 50 0.03 EBR 1 1700 50 0.03 70 0.04
WBL 0 0 - 0.00 0 0.00 WBL 0 0 0 0.00 0 0.00
WBT 0 0 - 0.00 * 0 0.00 * WBT 0 0 0 0.00 * 0 0.00 *
WBR 0 0 - 0.00 0 0.00 WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00 Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05 Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.29 0.38 TOTAL CAPACITY UTILIZATION 0.27 0.34



24 Beach Blvd at Pacific View

2030 + Proj - Network Alt 4 - 6th Street Realignment

AMPEAKHOUR  PM PEAKHOUR

LANES CAPACITY VOL VIC VOL VIC
NBL 1 1700 70 0.04 * 140 0.08 *
NBT 3 5100 388 0.08 1018 0.20
NBR 0 0 0 0.00 0 0.00
SBL 1 1700 0 0.00 0 0.00
SBT 3 5100 719 017 * 536 013 *
SBR 0 0 150 0.00 110 0.00
EBL 1 1700 50 0.03 * 200 012 *
EBT 0 0 0 0.00 0 0.00
EBR 1 1700 42 0.02 50 0.03
WBL 0 0 0 0.00 0 0.00
WBT 0 0 0 0.00 * 0 0.00 *
WBR 0 0 0 0.00 0 0.00
Right Turn Adjustment 0.00 0.00
Clearance Interval 0.05 0.05
TOTAL CAPACITY UTILIZATION 0.29 0.38
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