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INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Slater Avenue @ Gothard Street
July 24, 2007
Baseline
1.700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Caoacltv Volume VIC Movemen Volume VIC Movemen

NL 1 1700 123 0.07 FALSE 212 0.12 FALSE
NR 0 0 52 0.00 FALSE 92 0.00 FALSE
NT 2 3400 520 0.17 TRUE 747 0.25 TRUE

SL 1 1700 185 0.11 TRUE 206 0.12 TRUE
SR 0 0 86 0.00 FALSE 95 0.00 FALSE
ST 2 3400 577 0.20 FALSE 635 0.21 FALSE

EL 1 1700 93 0.05 FALSE 68 0.04 FALSE
ER 0 0 157 0.00 FALSE 130 0.00 FALSE
ET 2 3400 608 0.23 TRUE 573 0.21 TRUE

WL 1 1700 122 0.07 TRUE 76 0.04 FALSE
WR 0 0 138 0.00 FALSE 256 0.00 FALSE
WT 2 3400 544 0.20 FALSE 614 0.26 TRUE

NIS component
EIW component
RtTn. compo
Clearance Interval
ICU
LOS

0.28
0.30
0.00
0.05
0.62

B

0.37
0.30
0.00
0.05
0.71

C

Ten lanes for a right turn indicates free movement.
NA • Not Applicable

0.00



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Slater Avenue @ Nichols Street
July 24, 2007
Baseline
1,700

AM Peak PX Peak
Number of Lane Critical Critical

Movement Lanes Capacity Volume vic Movement Volume viC Movement

NL 0 0 0 0.00 FALSE 0 0.00 FALSE
NR a 0 0 0.00 FALSE 0 0.00 FALSE
NT a 0 a 0.00 TRUE a 0.00 TRUE

SL 1 1700 101 0.06 TRUE 44 0.03 TRUE
SR 1 1700 92 0.05 TRUE 35 0.02 FALSE
ST 0 a a 0.00 FALSE a 0.00 FALSE

EL 1 1700 65 0.04 FALSE 72 0.04 TRUE
ER a a a 0.00 FALSE a 0.00 FALSE
ET 2 3400 815 0.24 TRUE 813 0.24 FALSE

WL a a a 0.00 FALSE a 0.00 FALSE
WR 1 1700 58 0.03 FALSE 105 0.06 FALSE
WT 2 3400 633 0.19 TRUE 929 0.27 TRUE

Nls component
E/W component
Rt.Tn. compo
Clearance Interval
lCU
LOS

0.06
0.24
0.02
0.05
0.37

A

0.03
0.32
0.00
0.05
0.39

A

Ten lanes for a right turn indicates free movement.
NA - Not Applicable

0.00
0.60
0.61
0.70
0.71
0.80
0.81
0.90
0.91
1.00
1.01



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Golden West
July 24, 2007
Baseline Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Capacity Volume VIC Movemen Volume VIC Movemen

NL 2 3400 194 0.06 0 344 0.10 1
NR 1 1700 74 0.04 0 64 0.04 0
NT 3 5100 623 0.12 1 866 0.17 0

SL 2 3400 209 0.06 1 285 0.08 0
SR 0 0 64 0.00 0 91 0.00 0
ST 3 5100 572 0.12 0 806 0.18 1

EL 2 3400 109 0.03 0 181 0.05 1
ER 0 0 161 0.00 0 198 0.00 0
ET 3 5100 1459 0.32 1 1172 0.27 0

WL 2 3400 107 0.03 0 167 0.05 0
WR 0 0 112 0.00 0 269 0.00 0
WT 3 5100 668 0.16 1 1531 0.35 1

NlS component
EIW component
RlTn. compo
Clearance Interval
ICU
LOS

0.18
0.35
0.00
0.05
0.68

A

0.28
0.41
0.00
0.05
0.73

C

Ten lanes for a right tum Indicates free movement.
NA - Not Applicable

baseline-proJect



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Gothard Street
July 24, 2007
Baseline Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Capacitv Volume VIC Movemen Volume VIC Movernen

NL 1 1700 205 0.12 TRUE 228 0.13 TRUE
NR 0 0 45 0.00 FALSE 71 0.00 FALSE
NT 2 3400 530 0.17 FAlSE 680 0.22 FAlSE

SL 1 1700 228 0.13 FALSE 200 0.12 FALSE
SR 0 0 176 0.00 FALSE 212 0.00 FALSE
ST 2 3400 525 0.21 TRUE 613 0.24 TRUE

EL 1 1700 267 0.16 TRUE 196 0.12 TRUE
ER 1 1700 295 0.17 FALSE 283 0.17 FALSE
ET 3 5100 1532 0.30 FAlSE 980 0.19 FALSE

WL 1 1700 140 0.08 FALSE 46 0.03 FALSE
WR 0 0 203 0.00 FALSE 235 0.00 FALSE
WT 3 5100 954 0.23 TRUE 1263 0.29 TRUE

N/S component
EJW component
Rt.Tn. compo
Clearance Interval
ICU
LOS

0.33
0.38
0.00
0.05
0.76

C

0.38
0.41
0.00
0.05
0.84
o

Ten lanes for a rightlurn indicates free movement.
NA - Not Applicable



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Nichols Street
July 24, 2007
Baseline Plus Project
1,700

AM Peak PM Peak
Number of Lane Cr~ical Critical

Movemen Lanes Caoacitv Volume VIC Movemen Volume VIC Movemen

NL 1 1700 202 0.12 TRUE 139 0.08 FALSE
NR 0 0 121 0.00 FALSE 144 0.00 FALSE
NT 1 1700 23 0.08 FALSE 17 0.09 TRUE

SL 1 1700 103 0.06 FALSE 78 0.05 TRUE
SR 0 0 84 0.00 FALSE 63 0.00 FALSE
ST 1 1700 12 0.06 TRUE 20 0.05 FALSE

EL 1 1700 124 0.07 FALSE 48 0.03 TRUE
ER 1 1700 87 0.05 FALSE 60 0.04 FALSE
ET 3 5100 1695 0.33 TRUE 1098 0.22 FALSE

WL 1 1700 121 0.07 FALSE 84 0.05 FALSE
WR 1 1700 84 0.05 FALSE 53 0.03 FALSE
WT 2 3400 968 0.28 TRUE 1379 0.41 TRUE

NIS component
E!W component
Rt.Tn. compo
Clearance Interval
ICU
LOS

0.18
0.40
0.00
0.05
0.63

B

0.14
0.43
0.00
0.05
0.62

B

Ten lanes for a right turn indicates free movement.
NA - Not Applicable



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Beach Blvd
July 24, 2007
Baseline Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Capacitv Volume VIC Movemen Volume VIC Movemen

NL 2 3400 115 0,03 FALSE 350 0.10 TRUE
NR 0 0 124 0.00 FALSE 120 0.00 FALSE
NT 4 6600 1277 0.21 TRUE 1926 0.30 FALSE

SL 2 3400 273 0.06 TRUE 252 0.07 FALSE
SR 1 1700 109 0.06 FALSE 307 0.16 FALSE
ST 4 6600 1649 0.24 FALSE 1963 0.29 TRUE

EL 2 3400 206 0.06 FALSE 246 0.07 TRUE
ER 0 0 140 0.00 ~ALSE 131 0.00 FALSE
ET 3 5100 1409 0.30 TRUE 1023 0.23 FALSE

WL 2 3400 310 0.09 FALSE 257 0.08 FALSE
WR 0 0 95 0.00 FALSE 162 0.00 FALSE
WT 3 5100 812 0.16 TRUE 1306 0.29 TRUE

NlS component
ENol component
Rt.Tn. compo
Clearance Interval
ICU
LOS

0.29
0.39
0.00
0.05
0.73

C

0.39
0.36
0.00
0.05
0.81

o

Ten lanes for a right turn indicates free movement.
NA - Not Applicable



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Slater Avenue @ Gothard Street
July 24, 2007
Baseline Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Caoacilv Volume VIC Movemen Volume VIC Movemen

NL 1 1700 123 0.07 FALSE 212 0.12 FALSE
NR 0 a 52 0.00 FALSE 92 0.00 FALSE
NT 2 3400 520 0.17 TRUE 747 0.25 TRUE

SL 1 1700 191 0.11 TRUE 206 0.12 TRUE
SR a a 86 0.00 FALSE 95 0.00 FALSE
ST 2 3400 577 0.20 FALSE 635 0.21 FALSE

EL 1 1700 93 0.05 FALSE 68 0.04 FALSE
ER 0 0 157 0.00 f'ALSE 130 0.00 FALSE
ET 2 3400 608 0.23 TRUE 579 0.21 TRUE

WL 1 1700 122 0.07 TRUE 76 0.04 FALSE
WR 0 0 138 0.00 FALSE 256 0.00 FALSE
WT 2 3400 564 0.21 FALSE 614 0.26 TRUE

N/S component
EIW component
Rt.Tn. compo
Clearance Interval
ICU
LOS

0.28
0.30
0.00
0.05
0.63

B

0.37
0.30
0.00
0.05
0.71

C

Ten lanes for a right turn indicates free movement.
NA - Not Applicable



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Slater Avenue @ Nichols Street
July 24, 2007
Baseline Plus Project
1,700

AM Peak PM Peak
Number of Lane

ViC
Critical

ViC
Critical

Movement Lanes Canacitv Volume Movement Volume Movement

NL 0 a a 0.00 FALSE a 0.00 FALSE
NR 0 a 0 0.00 FALSE 0 0.00 FALSE
NT a a 0 0.00 TRUE a 0.00 TRUE

SL 1 1700 101 0.06 TRUE 44 0.03 TRUE
SR 1 1700 112 0.07 TRUE 78 0.05 TRUE
ST a a a 0,00 FALSE a 0.00 FALSE

EL 1 1700 71 0.04 FALSE 78 0.05 TRUE
ER 0 0 0 0.00 FALSE 0 0.00 FALSE
ET 2 3400 815 0.24 TRUE 813 0.24 FALSE

WL a 0 a 0.00 FALSE a 0.00 FALSE
WR 1 1700 58 0.03 FALSE 105 0.06 FALSE
WT 2 3400 633 0.19 TRUE 929 0.27 TRUE

N/S component
E/W component
Rt.Tn. camp.
Clearance Interval
ICO
LOS

0.06
0.24
0.02
0.05
0.37

A

0.03
0.32
0.00
0.05
0.40

A

Ten lanes for a right turn indicates free movement.
NA - Not Applicable

0.00
0.60
0.61
0.70
0.71
0.80
0.81
0.90
0.91
1.00
1. 01



II~TERSECTION:

DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Golden West
December 5, 2007
2011 Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Capacity Volume VIC Movemen Volume VIC Movemen

NL 2 3400 204 0.06 0 361 0.11 1
NR 1 1700 78 0.05 0 67 0.04 0
NT 3 5100 654 0.13 1 92 0.02 0

SL 2 3400 219 0.06 - 1 299 0.09 0
SR 0 0 67 0.00 0 96 0.00 0
ST 3 5100 601 0:13' 0 848 0.19 . 1

•
EL 2 3400 114 0.03 0 190 0.06 1
ER 0 0 169 0.00 0 208 0.00 0
ET 3 5100 1532 0.33 1 1231 0.28 0

WL 2 3400 112 0.03 0 175 0.05 0
WR 0 0 118 0.00 0 282 0.00 0
WT 3 5100 722 0.16 1 1608 0.37 1

NIS component
EIW component
Rt.Tn. compo
Clearance Int8lVai
ICU
LOS

0.19
0.37
0.00
0.05
0.61

B

0.29
0.43
0.00
0.05
0.77

C

Ten lanes for a right turn Indicates free movement.
NA • Not Applicable

2011 + project



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Gothard Street
December 5, 2007
2011 Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Caoacltv Volume VIC Movemen Volume VIC Movemen

NL 1 1700 215 0.13 TRUE 239 0.14 TRUE
NR 0 0 47 0.00 FALSE 75 0.00 FALSE
NT 2 3400 557 0.18 FALSE 714 0.23 FALSE

SL 1 1700 239 0.14 FALSE 218 0.13 FALSE
SR 0 0 184 0.00 FALSE 223 0.00 FALSE
ST 2 3400 551 0.22 TRUE 644 0.26 TRUE

EL 1 1700 280 0.16 TRU1: 206 0.12 TRUE
ER 1 1700. 310 0.18 . fALSE 297 0.17 FALSE
ET 3 5100 1609 0.32 FALSE 1030 0.20 FALSE

•
WL 1 1700 147 0.09 FALSE 48 0.03 FALSE
WR 0 0 213 0.00 FALSE 247 0.00 FALSE
WT 3 5100 1002 0.24 TRUE 1326 0.31 TRUE

N/S component
ElW component
Rt.Tn. compo
Clearance Interval
ICU
LOS

0.34
0.40
0.00
0.05
0.80

C

0.40
0.43
0.00
0.05
0.88

o

Ten lanes for a right turn indicates free movement.
NA - Not Applicable

0.00
0.60
0.61
0.70
0.71
0.60
0.81



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Nichols Street
December 5, 2007
2011 Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Caoacitv Volume VIC Movemen Volume VIC Movemen

NL 1 1700 212 0.12 TRUE 146 0.09 FALSE
NR 0 a 125 0.00 FALSE 151 0.00 FALSE

NT 1 1700 24 0.09 FALSE 56 0.12 TRUE

SL 1 1700 108 0.06 FALSE 82 0.05 TRUE
SR 0 0 88 0.00 FALSE 66 0.00 FALSE
ST 1 1700 13 0.06 TRUE 21 0.05 FALSE

EL 1 1700 130 0.08 FALSE 50 0.03 TRUE
ER 1 1700. 91 0.05 fALSE 64 0.04 FALSE
ET 3 5100 1780 0.35 TRUE 1153 0.23 FALSE,

WL 1 1700 125 0.07 FALSE 86 0.05 FALSE
WR 1 1700 88 0.05 FALSE 56 0.03 FALSE
WT 2 3400 1016 0.30 TRUE 1448 0.43 TRUE

NIS component
EIW component
Rt.Tn. compo
Clearance Interval
ICU
LOS

0.18
0.42
0.00
0.05
0.66

B

0.17
0.46
0.00
0.05
0.68

B

Ten lanes for a right turn indicates free movement.
NA· Not Applicable

0.00
0.60
0.61
0.70
0.71
0.80
0.81



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Warner Avenue @ Beach Blvd
December 5, 2007
2011 Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Caoacitv Volume VIC Movemen Volume VIC Movemen

NL 2 3400 121 0.04 FALSE 368 0.11 TRUE
NR 0 0 130 0.00 FALSE 126 0.00 FALSE
NT 4 6800 1341 0.22 TRUE 2024 0.32 FALSE

SL 2 3400 287 0.08 TRUE 265 0.08 FALSE
SR 1 1700 114 0.07 FALSE 322 0.19 FALSE
ST 4 6800 1731 0.25 FALSE 2061 0.30 TRUE

EL 2 3400 216 0.06 FALSE 258 0.08 TRUE
ER 0 0 147 0.00 .. I'ALSE 136 0.00 FALSE
ET 3 5100 1477 0.32 TRUE 1074 0.24 FALSE,

WL 2 3400 326 0.10 FALSE 270 0.08 FALSE
WR 0 0 100 0.00 FALSE 191 0.00 FALSE
WT 3 5100 851 0.19 TRUE 1369 0.31 TRUE

NIS component
EIW component
Rt.Tn. compo
Clearance Interval
ICU
LOS

0.30
0.41
0.00
0.05
0.77

C

0.41
0.38
0.00
0.05
0.84

o

Ten lanes for a right turn indicates free movement.
NA - Not Applicable

0.00
0.60
0.61
0.70
0.71
0.80
0.81



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Slater Avenue @ Gothard Street
December 5, 2007
2011 Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Caoacitv Volume VIC Movemen Volume VIC Movemen

NL 1 1700 129 0.08 FALSE 223 0.13 FALSE
NR 0 0 55 0.00 FALSE 97 0.00 FALSE
NT 2 3400 546 0.18 TRUE 784 0.26 TRUE

SL 1 1700 200 0.12 TRUE 216 0.13 TRUE
SR 0 0 90 0.00 FALSE 100 0.00 FALSE
ST 2 3400 606 0.20 FALSE 667 0.23 FALSE

EL 1 1700 98 0.06 FALSE 71 0.04 FALSE
ER 0 o . 165 0.00 .. fALSE 137 0.00 FALSE
ET 2 3400 638 0.24 TRUE 607 0.22 TRUE,

WL 1 1700 128 0.08 TRUE 80 0.05 FALSE
WR 0 a 145 0.00 FALSE 269 0.00 FALSE
WT 2 3400 591 0.22 FALSE 645 0.27 TRUE

N1S component
Ef\N component
Rl.Tn. compo
Clearance Interval
ICU
LOS

0.29
0.31
0.00
0.05
0.66

B

0.39
0.31
0.00
0.05
0.75

C

Ten lanes for a right turn indicates free movement.
NA • Not Applicable

0.00
0.60
0.61
0.70
0.71
0.80
0.81



INTERSECTION:
DATE:
CONDITION:
LANE CAPACITY:

INTERSECTION CAPACITY UTILIZATION
WORKSHEET

Slater Avenue @ Nichols Street
December 5, 2007
2011 Plus Project
1,700

AM Peak PM Peak
Number of Lane Critical Critical

Movemen Lanes Caoacitv Volume VIC Movemen Volume VIC Movemen

NL a a a 0.00 FALSE a 0.00 FALSE
NR a a a 0.00 FALSE a 0.00 FALSE
NT a a a 0.00 TRUE a 0.00 TRUE

SL 1 1700 106 0.06 TRUE 46 0.03 TRUE
SR 1 1700 117 0.07 TRUE 37 0.02 TRUE
ST a a 0 0.00 FALSE a 0.00 FALSE

EL 1 1700 74 0.04 FALSE 82 0.05 TRUE
ER a a a 0.00 .. fALSE a 0.00 FALSE
ET 2 3400 856 0.25 TRUE 854 0.25 FALSE,

WL a a a 0.00 FALSE a 0.00 FALSE
WR 1 1700 61 0.04 FALSE 110 0.06 FALSE
WT 2 3400 665 0.20 TRUE 975 0.29 TRUE

NlS component
EJW component
RtTn. compo
Clearance Interval
ICU
LOS

0.06
0.25
0.03
0.05
0.39

A

0.03
0.34
0.00
0.05
0.41

A

Ten lanes for a right turn indicates free movement.
NA - Not Applicable

0.00
0.60
0.61
0.70
0.71
0.80
0.81


