CITY OF HUNTINGTON BEACH DEPARTMENT OF PUBLIC WORKS
STANDARD NOTES FOR GRADING AND IMPROVEMENT PLANS

CABLE TV CONSTRUCTION NOTES
	

1.	CABLE TV FACILITIES MUST BE PLACED BY THE DEVELOPER.

2.	ROUTING OF UNDERGROUND CONDUIT SYSTEM WILL BE DETERMINED BY TIME WARNER COMMUNICATIONS UPON RECEIPT OF TWO COPIES EACH OF UTILITY UNDERGROUND CONSTRUCTION PRINTS (EDISON AND VERIZON) AND EXECUTED AGREEMENT.

3.	DESIRED ROUTING MUST BE HIGHLIGHTED ON SUPPLIED UTILITY PRINT.  ONE COPY MUST BE RETURNED TO THE DEVELOPER.

4. 	PRE-WIRING OF FACILITIES MUST BE DONE IN ACCORDANCE WITH TIME WARNER COMMUNICATIONS AGREEMENT AND SPECIFICATIONS THAT WILL HAVE ONE HOME RUN TO EACH UNIT FROM “MULTI TAP” TO BE 250 FEET.

CONTACT:	CONSTRUCTION DEPARTMENT		DAVE DOLNEY, PROJECT SUPERINTENDANT
	12501 INDUSTRY STREET			(714) 903-8446
	GARDEN GROVE, CA  92641			BILL JANKOWSKI, CONST. SUPERVISOR
	(BY APPOINTMENT ONLY)			(714) 903-8336
							MIKE PURSELL, DIRECTOR
							(714) 903-8309

5.	THE DEVELOPER WILL PROVIDE THE LABOR WITH THE EXCEPTION OF PULLING DISTRIBUTION CABLE, SPLICING, AND ACTIVATION.

6.	TIME WARNER COMMUNICATIONS RESERVES THE RIGHT TO REVOKE THE OFFER TO PROVIDE MATERIALS WITHOUT PRIOR NOTICE.


EROSION CONTROL GENERAL NOTES


1.	EROSION CONTROL IS REQUIRED FOR GRADING OPERATIONS DURING “DRY SEASON” REQUIREMENTS (MAY 1 THROUGH SEPTEMBER 30) AND FOR “WET SEASON” REQUIREMENTS (OCTOBER 1 THROUGH APRIL 30).  APPROVED PLANS ARE REQUIRED FOR ALL ROUGH GRADING OPERATIONS.

2.	IN CASE OF EMERGENCY CALL:

_______________________________                                      _________________________________
(RESPONSIBLE PERSON)                                                                                  (FIRM)

                                            AT ____________________________
                                                        (24 HOUR PHONE NO.)

3.	THE DESIGN CIVIL ENGINEER WILL SUPERVISE EROSION CONTROL WORK AND ENSURE THAT WORK IS IN ACCORDANCE WITH THE APPROVED PLANS (IF REQUIRED).

4.	THERE SHALL BE A “WEATHER TRIGGERED” ACTION PLAN AND THE ABILITY TO DEPLOY STANDBY SEDIMENT CONTROL BMP’S AS NEEDED TO PROTECT ALL EXPOSED PORTIONS OF THE SITE WITHIN 48 HOURS OF A PREDICTED STORM EVENT (A PREDICTED STORM EVENT IS DEFINED AS A NATIONAL WEATHER SERVICE FORECASTED, 50% CHANCE OF RAIN).

5.	EROSION CONTROL DEVICES SHALL NOT BE MOVED OR MODIFIED WITHOUT THE APPROVAL OF THE CITY ENGINEER.

6.	ALL REMOVABLE PROTECTIVE EROSION CONTROL DEVICES SHOWN SHALL BE IN PLACE AT THE END OF EACH WORKING DAY.

7.	AFTER A RAINSTORM, ALL SILT AND DEBRIS SHALL BE REMOVED FROM CHECK BERMS, SILT FENCES, AND DESILTING BASINS, ETC.

8.	GRADED AREAS AROUND THE TRACT PERIMETER MUST DRAIN AWAY FROM THE FACE OF SLOPE AT THE CONCLUSION OF EACH WORKING DAY.

9.	THE CONTRACTOR SHALL BE RESPONSIBLE AND SHALL TAKE NECESSARY PRECAUTIONS TO PREVENT PUBLIC TRESPASS ONTO AREAS WHERE IMPOUNDED WATER CREATES A HAZARDOUS CONDITION.

10.	DESILTING BASINS ARE TO BE CONSTRUCTED AS GRADING OF INDIVIDUAL GRADING AREAS ARE COMPLETE PER ROUGH GRADING PLANS.

11.	THE CITY ENGINEER RESERVES THE RIGHT TO MAKE CHANGES OR MODIFICATIONS TO THIS PLAN AS DEEMED NECESSARY.

12.	INFORMATION ON THIS PLAN IS FOR EROSION CONTROL ONLY.  ALL OTHER INFORMATION IS SUBJECT TO CHANGE.

13.	TEMPORARY EROSION PROTECTION IS REQUIRED FOR MANUFACTURED SLOPES PRIOR TO PERMANENT PLANTING.

14.	AREAS SHALL BE MAINTAINED IN SUCH A STATE THAT FIRE ACCESS SHALL BE MAINTAINED AT ALL TIMES (INCLUDING ACCESS TO NEIGHBORING PROPERTIES).

15.	NO OBSTRUCTION OR DISTURBANCE OF NATURAL DRAINAGE COURSES OR EXISTING STORM DRAIN INLETS SHALL OCCUR DURING THE “WET SEASON”, UNLESS ADEQUATE TEMPORARY/ PERMANENT DRAINAGE FACILITIES HAVE BEEN APPROVED AND INSTALLED TO CARRY SURFACE WATER TO THE NEAREST PRACTICAL STREET, STORM DRAIN OR NATURAL WATER COURSE.

16.	THE CONTRACTOR SHALL CONDUCT HIS OPERATIONS IN SUCH A MANNER THAT STORM RUNOFF WILL BE CONTAINED WITHIN THE PROJECT OR CHANNELED INTO THE STORM DRAIN SYSTEM WHICH SERVES THE RUNOFF AREA.  STORM RUNOFF FROM ONE AREA SHALL NOT BE ALLOWED TO DIVERT TO ANOTHER RUNOFF AREA.

17.	CONFORMANCE WITH THE REQUIREMENTS OF THESE PLANS SHALL IN NO WAY RELIEVE THE CONTRACTOR FROM HIS RESPONSIBILITIES TO THIS SITE AND ADJACENT PROPERTIES.  TEMPORARY EROSION CONTROL SHALL CONSIST OF, BUT NOT BE LIMITED TO, CONSTRUCTING SUCH FACILITIES AND TAKING SUCH MEASURES AS ARE NECESSARY TO PREVENT, CONTROL AND ABATE WATER, MUD AND EROSION DAMAGE TO PUBLIC AND PRIVATE PROPERTY AS A RESULT OF THE CONSTRUCTION OF THIS PROJECT.

18.	SLOPES CONSTRUCTED PRIOR TO OCTOBER 1 SHALL BE TREATED FOR EROSION CONTROL PRIOR TO OCTOBER 15.  SLOPES CONSTRUCTED AFTER OCTOBER 1 SHALL BE TREATED FOR EROSION CONTROL AS THE CONSTRUCTION OF SLOPE PROGRESSES IN INCREMENTS OF 25 FEET OR LESS MEASURED VERTICALLY.

19.	FILL AREAS WHILE BEING BROUGHT UP TO GRADE AND DURING PERIODS OF COMPLETION PRIOR TO FINAL GRADE, SHALL BE PROTECTED BY VARIOUS MEASURES TO ELIMINATE EROSION AND THE SILTATION OF DOWNSTREAM FACILITIES AND ADJACENT AREAS.  THESE MEASURES MAY INCLUDE, BUT SHALL NOT BE LIMITED TO:  TEMPORARY DOWNDRAINS, EITHER IN THE FORM OF PIPES OR PAVED DITCHES WITH PROTECTED OUTFALL AREAS; GRADED BERMS AROUND AREAS TO ELIMINATE EROSION OF FILL SLOPES BY SURFACE RUNOFF; CONFINED PONDING AREAS TO DESILT RUNOFF; TEMPORARY CHECK DAMS IN TOE OF SLOPE DITCHES TO DESILT RUNOFF; PROTECTION SUCH AS SAND BAGS AROUND INLETS WHICH HAVE NOT BEEN BROUGHT UP TO GRADE; AND EARTH BERMS AND APPROPRIATE GRADING TO DIRECT DRAINAGE AWAY FROM THE EDGE OF THE TOP OF SLOPES SHALL BE CONSTRUCTED AND MAINTAINED ON THOSE FILL AREAS WHERE EARTH-WORK OPERATIONS ARE NOT IN PROGRESS.

20.	TOP OF CUT BROW DITCHES, WHERE REQUIRED ON THE PLANS, SHALL BE CONSTRUCTED PRIOR TO EXCEEDING 12 FEET OF CUT MEASURED VERTICALLY.

21.	CLEARING AND GRUBBING SHOULD BE LIMITED TO AREAS THAT WILL RECEIVE IMMEDIATE GRADING.  EROSION CONTROL MEASURES WILL BE REQUIRED TO PROTECT AREAS THAT HAVE BEEN CLEARED AND GRUBBED PRIOR TO GRADING OPERATION, AND THAT ARE SUBJECT TO RUNOFF DURING THE PERIOD FROM THE BEGINNING OF THE “WET SEASON”.  THESE MEASURES MAY INCLUDE BUT SHALL NOT BE LIMITED TO:  GRADED DITCHES; BRUSH BARRIERS AND SILT FENCES.  CARE SHALL BE EXERCISED TO PRESERVE VEGETATION BEYOND THE LIMITS OF GRADING.

22.	CITY APPROVAL OF PLANS DOES NOT RELIEVE THE DEVELOPER FROM RESPONSIBILITY FOR THE CORRECTION OF ERRORS AND OMISSIONS DISCOVERED DURING CONSTRUCTION.  UPON REQUEST, THE REQUIRED PLAN REVISIONS SHALL BE PROMPTLY SUBMITTED TO THE CITY ENGINEER FOR APPROVAL.


FIRE DEPARTMENT NOTES

1. ALL SOILS SHALL CONFORM TO THE CITY OF HUNTINGTON BEACH SOIL CLEANUP STANDARD, CITY SPECIFICATION 431-92.

2. ALL ABANDONED OIL WELLS MUST MEET THE CRITERIA SPECIFIED WITHIN THE CITY SPECIFICATION 422, OIL WELL ABANDONMENT PERMIT PROCESS, AND ALL REQUIREMENTS OF THE DEPARTMENT OF OIL, GAS, AND GEOTHERMAL RESOURCES, (714) 816-6847.

3. ALL DEBRIS/CONTAMINATED SOIL SHALL BE REMOVED AND PROPERLY DISPOSED OF PER CITY, COUNTY AND STATE REQUIREMENTS.  

4. SOIL STOCKPILING, REMEDIATION, MIXING FOR RE-USE, AND/OR DEBRIS REMOVAL REQUIRES THE FOLLOWING NOTIFICATION:
a. HUNTINGTON BEACH PUBLIC WORKS DEPARTMENT (714) 536-5431
b. HUNTINGTON BEACH FIRE DEPARTMENT (714) 536-5411
c. CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD (909) 320-2024
d. d.) ORANGE COUNTY HEALTH CARE AGENCY (714) 667-3623

5. A REGISTERED, STATE LICENSED ENVIRONMENTAL AUDITING FIRM SHALL AT ALL TIMES BE PRESENT WITH THE APPROPRIATE NUMBER OF SITE AUDITORS. 

6. ANY ADDITIONAL DISCOVERY OF OILFIELD WASTE, HAZARDOUS MATERIALS, OR OTHERWISE SHALL BE DISCLOSED IMMEDIATELY TO THE HUNTINGTON BEACH FIRE DEPARTMENT.  ALL GRADING OPERATIONS SHALL CEASE UNTIL A NEW REMEDIATION WORK PLAN IS APPROVED.

7. ALL STRUCTURES SO AFFECTED UNDER THE REQUIREMENTS OF THE CITY OF HUNTINGTON BEACH SOIL CLEANUP STANDARD, CITY SPECIFICATION 431-92 AND METHANE DISTRICT PERMIT REQUIREMENTS, CITY SPECIFICATION # 429, SHALL HAVE SAFETY MEASURES SUCH AS METHANE BARRIERS, FUGITIVE COMBUSTIBLE GAS COLLECTION SYSTEMS, WELL VENT COLLECTION SYSTEMS, AND CLASSIFIED ELECTRICAL INSTALLATION, SOME OR ALL IN THE SUB-SLAB AREA.

8. THE GRADING PLANS MUST STATE THE SPECIFIC SAFETY MEASURES REQUIRED. THE FIRE DEPARTMENT PETROCHEM/DEVELOPMENT SECTION MAY BE CONTACTED AT (714) 536-5411.

9. ANY AND ALL ASSOCIATED UNDERGROUND FIRE SERVICE SUPPLY WORK SHALL REQUIRE SEPARATE FIRE DEPARTMENT PLAN REVIEW & PERMITTING, BY A C16, C34, OR C36 LICENSED CONTRACTOR MEETING THE ADOPTED NFPA 13 CHAPTER 10 OR NFPA 24.


GRADING GENERAL NOTES

1.	ALL GRADING SHALL BE DONE IN ACCORDANCE WITH THE CITY OF HUNTINGTON BEACH REQUIREMENTS.

2.	CITY GRADING INSPECTOR SHALL BE NOTIFIED 48 HOURS PRIOR TO ANY GRADING AT THE DEPARTMENT OF PUBLIC WORKS, (714) 536-5431.

3.	DUST SHALL BE CONTROLLED BY WATERING.

4.	REMOVE ALL VEGETATION AND DEBRIS PRIOR TO ANY GRADING, INSPECTION IS REQUIRED.

5.	ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE ENCROACHMENT PERMIT.

6.	IMPORT SOIL SHALL BE A GRANULAR MATERIAL WITH LOW EXPANSION POTENTIAL AND SHALL BE COMPACTED TO AT LEAST 90%.

7.	THE SUBGRADE OF THE DRIVE AND PARKING AREAS SHALL BE SCARIFIED, BROUGHT TO OPTIMUM MOISTURE CONTENT, AND COMPACTED TO AT LEAST 90%.  CALL FOR CITY INSPECTION PRIOR TO PLACING OF CLASS 2 AGGREGATE BASE AND THE CASTING OF CONCRETE GUTTERS.

8.	A SOIL COMPACTION REPORT SHALL CERTIFY COMPACTION WITHIN BUILDING AND PAVING AREAS.

9.	A LICENSED ENGINEER, OR A LICENSED LAND SURVEYOR, SHALL CERTIFY LINE AND GRADE OF FINISH FLOOR FORMS.

10.	THE SOILS ENGINEER SHALL CERTIFY THAT ALL GRADING HAS BEEN COMPLETED PER SOILS REPORT PRIOR TO FINAL RELEASE.

11.	THE ENGINEER OF RECORD SHALL CERTIFY THAT GRADES FOR ALL HARDSCAPE AND DRAINAGE DEVICES HAVE BEEN CONSTRUCTED PER APPROVED GRADING PLAN PRIOR TO FINAL RELEASE.

12.	ALL GRADING SHALL BE DONE IN ACCORDANCE WITH APPROVED SOILS REPORT NOTED HEREIN.

13.	STANDARD PLAN 100, SHEETS 1, 2, 3 AND 4 ARE INCORPORATED BY REFERENCE.

14.	THE SOILS ENGINEER AND CIVIL ENGINEER SHALL NOT BE SUBSTITUTED WITHOUT PRIOR WRITTEN APPROVAL FROM THE DIRECTOR OF PUBLIC WORKS.

(SELECT ONE ONLY:  TOP IF MINOR WORK IS OFF THE STREET AT THE END OF THE DAY; BOTTOM IF TRAFFIC CONTROL PLAN REQUIRED.)

15. USE THE AMERICAN PUBLIC WORKS ASSOCIATION SOUTHERN CALIFORNIA CHAPTER (APWA) WORK AREA TRAFFIC CONTROL HANDBOOK (WATCH MANUAL) TENTH EDITION, 2006 WHEN WORKING IN THE STREETS OR ALLEYS. THE CITY INSPECTOR SHALL APPROVE BARRICADING PRIOR TO ANY WORK.

A TRAFFIC CONTROL PLAN FOR CONSTRUCTION ACTIVITIES ON THE CITY STREETS AND SIDEWALKS MUST BE PREPARED AND SUBMITTED TO THE CITY OF HUNTINGTON BEACH FOR REVIEW AND APPROVAL.  THIS TRAFFIC CONTROL PLAN MUST CONFORM TO THE CITY OF HUNTINGTON BEACH CONSTRUCTION TRAFFIC CONTROL PLAN PREPARATION GUIDELINES, JULY 1998 EDITION.  THIS TRAFFIC CONTROL PLAN MUST BE APPROVED BY THE CITY OF HUNTINGTON BEACH PRIOR TO THE ISSUANCE OF AN ENCROACHMENT PERMIT.

16. STANDARD PLAN 600 GENERAL NOTES ARE INCORPORATED BY REFERENCE.
17. ANY DAMAGE TO THE STREET LIGHT SYSTEM AND/OR TRAFFIC SIGNAL SYSTEM SHALL BE REPAIRED AND CONDUIT AND CONDUCTORS SHALL BE REPLACED PER CURRENT HUNTINGTON BEACH STANDARD PLANS AND STANDARD SPECIAL PROVISIONS FOR THE CONSTRUCTION OF TRAFFIC SIGNALS AND LIGHTING SYSTEMS IN THE CITY OF HUNTINGTON BEACH 2001 EDITION.
18. REFER TO LANDSCAPE ARCHITECT PLANS FOR ADDITIONAL INFORMATION AND SLEEVING THAT MAY BE REQUIRED.

NOTICE TO DEVELOPER / OWNER 
(PARCEL MAP MONUMENTATION)

PRIOR TO FINAL OCCUPANCY RELEASE OF THIS PROJECT, THE SETTING OF ALL PARCEL MAP MONUMENTATION MUST BE COMPLETED BY THE ENGINEER OR SURVEYOR OF RECORD AND A LETTER OF CERTIFICATION FOR THE SETTING OF THE PARCEL MAP MONUMENTS BE SUBMITTED TO THE PUBLIC WORKS INSPECTOR FOR REVIEW AND FINAL APPROVAL.  

NPDES GENERAL NOTES

· SEDIMENT FROM AREAS DISTURBED BY CONSTRUCTION SHALL BE RETAINED ON SITE USING INDUSTRY ACCEPTED BEST MANAGEMENT PRACTICES (BMPS).  THESE BMPS SHALL BE INSTALLED PRIOR TO ANY CONSTRUCTION ACTIVITY SUCH AS GRADING THAT MAY CAUSE SOIL DISTURBANCE. THESE BMPS ARE TO BE MAINTAINED YEAR-ROUND OR UNTIL ALL LOOSE SEDIMENT HAS BEEN STABILIZED.
· STOCKPILES OF SOIL SHALL BE PROPERLY CONTAINED TO MINIMIZE SEDIMENT TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITIES AND ADJACENT PROPERTIES VIA RUNOFF, VEHICLE TRACKING, OR WIND.  STOCKPILED MATERIAL SHALL BE NO MORE THAN 8 FEET IN HEIGHT AND SHALL BE COMPLETELY COVERED WITH A SECURE IMPERMEABLE COVER AT THE END OF EACH WORK DAY.  ALL STOCKPILES SHALL BE LOCATED AWAY FROM ANY STORM DRAIN INLETS AND AWAY FROM ANY STORM WATER CONVEYANCE STRUCTURES.  AT NO TIME SHALL ANY RAW MATERIAL BE STAGED OR STOCKPILED ON CITY STREETS, SIDEWALKS, AND/OR GUTTERS WITHOUT A VALID OBSTRUCTION PERMIT.
· APPROPRIATE BMPS FOR CONSTRUCTION-RELATED MATERIALS, WASTES, SPILLS OR RESIDUES SHALL BE IMPLEMENTED TO MINIMIZE TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITIES, AND ADJOINING PROPERTY BY WIND OR RUNOFF.
· RUNOFF FROM EQUIPMENT AND VEHICLE WASHING SHALL BE CONTAINED ON THE CONSTRUCTION SITE AND SHALL NOT BE DISCHARGED TO RECEIVING WATERS OR TO THE STORM DRAIN SYSTEM.
· CONCRETE WASH OUT WATER SHALL BE CONTAINED IN A WATER-TIGHT DEVICE TO PREVENT CEMENT DEPOSITION ONTO THE GROUND AND RUNOFF INTO STREETS, DRAINAGE FACILITIES, AND RECEIVING WATERS.
· ALL CONSTRUCTION CONTRACTOR AND SUBCONTRACTOR PERSONNEL ARE TO BE MADE AWARE OF THE REQUIRED BMPS AND GOOD HOUSEKEEPING MEASURES FOR THE PROJECT SITE AND ANY ASSOCIATED CONSTRUCTION STAGING AREAS.
· AT THE END OF EACH WORK DAY, ALL CONSTRUCTION DEBRIS AND WASTE MATERIALS SHALL BE COLLECTED AND PROPERLY DISPOSED IN COVERED TRASH OR RECYCLE BINS. 
· CONSTRUCTION SITES SHALL BE MAINTAINED IN SUCH A CONDITION THAT STORMWATER DOES NOT CARRY WASTES OR POLLUTANTS OFF THE SITE.  DISCHARGES OF MATERIALS OTHER THAN STORMWATER (NON-STORMWATER DISCHARGES) ARE PROHIBITED EXCEPT AS AUTHORIZED BY AN INDIVIDUAL NPDES PERMIT OR THE STATEWIDE GENERAL CONSTRUCTION STORMWATER PERMIT.
· ALL UNPAVED CONSTRUCTION ENTRANCES AND EXITS SHALL BE PROTECTED USING AN EFFECTIVE COMBINATION OF TRACKING CONTROL BMPS TO MINIMIZE AND/OR ELIMINATE OFF-SITE TRACKING OF SEDIMENT.  THESE BMPS SHALL BE MAINTAINED AND INSPECTED DAILY.
· ALL TEMPORARY PORTABLE RESTROOMS MUST HAVE A CATCHMENT PAN AND MUST BE LOCATED AT LEAST 50 FEET AWAY FROM ANY STORM DRAIN INLETS.  

POLLUTANTS ARE ANY SUBSTANCES INTRODUCED INTO THE ENVIRONMENT THAT ADVERSELY AFFECTS THE USEFULNESS OF A RESOURCE.  POTENTIAL POLLUTANTS INCLUDE, BUT ARE NOT LIMITED TO: SEDIMENT; SOLID OR LIQUID CHEMICALS SUCH AS:  PAINTS, STAINS, SEALANTS, SOLVENTS, DETERGENTS, GLUES, LIME, PESTICIDE, HERBICIDE, FERTILIZERS, WOOD PRESERVATIVES AND ASBESTOS FIBERS, PAINT FLAKES OR STUCCO FRAGMENTS; FUELS, OILS, LUBRICANTS, AND HYDRAULIC, RADIATOR OR BATTERY FLUIDS; CONCRETE, AND RELATED CUTTING OR CURING RESIDUES; FLOATABLE WASTES; WASTES FROM ENGINE / EQUIPMENT STEAM CLEANING OR CHEMICAL DEGREASING; WASTES FROM STREET CLEANING; AND SUPER-CHLORINATED POTABLE WATER FROM LINE FLUSHINGS AND TESTING.

DURING CONSTRUCTION, DISPOSAL OF SUCH MATERIALS SHOULD OCCUR IN A SPECIFIED AND CONTROLLED MANNER.  A DESIGNATED TEMPORARY AREA ON-SITE SHALL BE PHYSICALLY SEPARATED FROM POTENTIAL STORMWATER RUNOFF, WITH ULTIMATE DISPOSAL IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REQUIREMENTS.

· DISCHARGING CONTAMINATED GROUNDWATER, PRODUCED BY DEWATERING GROUNDWATER THAT HAS INFILTRATED INTO THE CONSTRUCTION SITE IS PROHIBITED.  DISCHARGING OF CONTAMINATED SOILS VIA SURFACE EROSION IS ALSO PROHIBITED.  DISCHARGING NON-CONTAMINATED GROUNDWATER PRODUCED BY DEWATERING ACTIVITIES REQUIRES A NATIONAL POLLUTANTS DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT FROM THE RESPECTIVE STATE REGIONAL WATER QUALITY CONTROL BOARD.
· DISCHARGES OF STORM WATER FROM CONSTRUCTION SITES SHALL NOT BE LADEN WITH SEDIMENT.  ALL STORM WATER DISCHARGES MUST BE RELATIVELY FREE OF SEDIMENT.

NOTICE:  ALL CONTRACTORS AND CONSTRUCTION PERSONNEL SHALL MEET THE REGULATORY CONSTRUCTION REQUIREMENTS ON THE PROJECT SITE IN COMPLIANCE WITH THE CITY’S GRADING AND EXCAVATION CODE (MUNI CODE 17.05). 

PARKING METER NOTES

*	CONTACT DENNIS THOMPSON OF COMMUNITY SERVICES DEPT. AT                                                 (714) 536-5905 FOR REMOVAL OF PARKING METER HEADS DURING THE CONSTRUCTION OF THE CURB & GUTTER AND SIDEWALK.  POLE RELOCATION SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

SEWER IMPROVEMENT PLAN GENERAL NOTES
(FOR SEWER IMPROVEMENT PLANS ONLY)

1.	ALL SEWER WORK SHALL CONFORM TO THE CITY’S STANDARDS AND THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION (GREEN BOOK), LATEST REVISION.

2.	THE SEWER CONTRACTOR SHALL HAVE A COPY OF THE APPROVED IMPROVEMENT PLANS AND THE CITY’S STANDARD PLANS ON THE JOB AT ALL TIMES.

3.	THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS.

4.	THE CITY’S PUBLIC WORKS DEPARTMENT SHALL BE CALLED FOR INSPECTION AT (714)536-5431 TWO WORKING DAYS BEFORE START OF WORK.

5.	THE CONTRACTOR SHALL EXPOSE ALL JOIN POINTS TO THE EXISTING SEWER SYSTEM FOR VERIFICATION OF LOCATION AND ELEVATION BEFORE CONSTRUCTION.

6.	STATIONS SHOWN AS [0+00.00] ARE SEWER STATIONS AND ARE INDEPENDENT OF ALL OTHER STATIONS.

7.	ALL LATERALS MUST BE STAKED BY A SURVEYOR BEFORE TRENCHING AND A COMPLETE SET OF CUT SHEETS SUPPLIED TO THE CITY INSPECTOR.

8.	ALL SEWER MANHOLE LIDS MUST HAVE AN “S” CAST THEREON, AS SHOWN ON STANDARD PLAN 513.

9.	INFILTRATION AND AIR TESTING OF SEWER LINES SHALL BE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION (GREEN BOOK), LATEST REVISION.

10.	ALL SEWER LINES SHALL BE BALLED IN THE PRESENCE OF THE CITY INSPECTOR BEFORE COMPLETION OF ALL LEAKAGE TESTS.

11.	PIPE LINE LEAKAGE TESTS SHALL BE MADE IN THE PRESENCE OF THE CITY INSPECTOR AFTER BACKFILL HAS BEEN COMPLETED, COMPACTION TEST ON BACKFILL HAS BEEN MADE, AND THE BACKFILL HAS BEEN ACCEPTED BY THE CITY INSPECTOR.

12.	THE CONTRACTOR SHALL HAVE ALL SEWER MAIN LINES 8” OR LARGER, INSPECTED BY A CLOSED CIRCUIT TELEVISION SYSTEM WITHIN 1 HOUR AFTER CLEAR FLUSHING.  A VIDEO TAPE RECORDING SHALL BE MADE OF THE INSPECTION AND A COPY GIVEN TO THE CITY INSPECTOR.

13.	NO SEWER LATERAL WYE OR TEE MAY BE LOCATED CLOSER THAN 5’ TO ANY STRUCTURE.

14.	ALL NEW SEWER LATERALS WILL BE CONSTRUCTED BY EITHER CUT-IN WYES OR BY CORE DRILLING FOR A SADDLE CONNECTION INTO AN EXISTING SEWER MAIN.  TAPPING WILL NOT BE ALLOWED.

15.	ALL SEWER LATERALS WILL BE CONSIDERED PRIVATE FROM THE MAIN LINE WYE TO THE BUILDING.

SOIL REMEDIATION GENERAL NOTES
(FOR SOIL REMEDIATION PLANS ONLY)

1.	ALL GRADING MUST BE DONE IN ACCORDANCE WITH THE CITY OF HUNTINGTON BEACH REQUIREMENTS.

2.	THE CITY OF HUNTINGTON BEACH GRADING INSPECTOR MUST BE NOTIFIED 48 HOURS PRIOR TO ANY GRADING AT (714) 536-5431, CITY DEPARTMENT OF PUBLIC WORKS.

3.	PRIOR TO COMMENCEMENT OF ANY GRADING OPERATIONS, THERE WILL BE A PRE-CONSTRUCTION MEETING BETWEEN THE OWNER’S ENGINEER, GRADING CONTRACTOR, SOILS ENGINEER, GEOLOGIST, AND THE CITY OF HUNTINGTON BEACH GRADING INSPECTOR TO ANSWER ANY QUESTIONS OR TO CLARIFY ANY PORTION OF THESE GRADING PLANS.

4.	THE PERMITEE SHALL NOTIFY THE DEPARTMENT OF PUBLIC WORKS (CITY OF HUNTINGTON BEACH) WHEN THE GRADING OPERATION IS READY FOR ROUGH GRADE INSPECTION, WHEN ALL WORK INCLUDING: INSTALLATION OF ALL DRAINAGE STRUCTURES; PROTECTIVE DEVICES HAVE BEEN COMPLETED; AND REQUIRED REPORTS HAVE BEEN SUBMITTED.

5.	CUT SLOPES SHALL BE NO STEEPER THAN 2.0 FEET HORIZONTAL TO 1.0 FOOT VERTICAL.  FILL SLOPES SHALL BE NO STEEPER THAN 2.0 FEET HORIZONTAL TO 1.0 FOOT VERTICAL AND SHALL NOT HAVE LESS THAN 90% COMPACTION AT THE FINISHED SURFACE.

6.	DUST MUST BE CONTROLLED BY WATERING.

7.	THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES SHOWN ON THESE PLANS ARE OBTAINED FROM AVAILABLE RECORDS.  APPROVAL OF THESE PLANS BY THE CITY OF HUNTINGTON BEACH DOES NOT CONSTITUTE A REPRESENTATION AS TO THE ACCURACY OR COMPLETENESS OF THE LOCATION OR THE EXISTENCE OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES WITHIN THE LIMITS OF THE PROJECT.  THE CONTRACTOR IS REQUIRED TO TAKE PRECAUTIONARY MEANS TO PROTECT THE UTILITY NOT OF RECORD OR NOT SHOWN ON THESE PLANS.

8.	SAFETY RESPONSIBILITY:  CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS; AND THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE OWNER AND THE ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR THE ENGINEER.

9.	CONTRACTOR SHALL TAKE ALL PRECAUTIONARY MEANS TO AVOID ALL OIL LINES DURING CONSTRUCTION OPERATIONS.  CONTACT _________________________ AT___________________ AT PH. NO.______________________________PRIOR TO ANY SUCH OPERATIONS.

10.	ALL DEBRIS AND/OR CONTAMINATED SOIL SHALL BE SEPARATED FROM CLEAN SOIL AND TEMPORARILY STOCKPILED DURING THE EXCAVATION PROCESS.  ANY STOCKPILING OF SOILS ON OTHER SITES MUST HAVE APPROVAL FROM THE CITY.

11.	EARTHWORK QUANTITIES SHOWN ARE FOR ESTIMATE PURPOSES ONLY.  THE ENGINEER/AUDITING FIRM/SOILS ENGINEER SHALL PROVIDE BOTTOM CERTIFICATIONS, FINAL EARTHWORK QUANTITIES AND FINAL COMPACTION REPORTS TO THE CITY UPON COMPLETION OF WORK.  AS-BUILT PLANS AND PERMIT FEE ADJUSTMENTS SHALL BE SUBMITTED TO THE CITY AS REQUIRED BY THE CITY ENGINEER.

12.	CITY OF HUNTINGTON BEACH STANDARD PLAN 100, SHEETS 1, 2, AND 3 ARE INCORPORATED BY REFERENCE.


STREET IMPROVEMENT GENERAL NOTES

1.	ALL WORK SHALL CONFORM TO THE LATEST EDITION OF THE “STANDARD SPECIFICATIONS FOR PUBLIC WORK CONSTRUCTION” AND SUPPLEMENTS THERETO (APWA/AGC, “GREEN BOOK”). UNLESS SPECIFICALLY NOTED OTHERWISE.	

2.	ALL WORK SHALL CONFORM TO THESE STANDARD PLANS, THE LANDSCAPE STANDARD PLANS, THE WATER DIVISION STANDARD PLANS AND CITY ORDINANCES.

3.	THE CONTRACTOR SHALL NOTIFY THE PUBLIC WORKS DEPARTMENT AT (714) 536-5431 AT LEAST 48 HOURS PRIOR TO BEGINNING ANY WORK.  INSPECTION HOURS ARE BETWEEN 7:00 A.M. AND 4:00 P.M. MONDAY THROUGH FRIDAY, EXCLUDING HOLIDAYS. 

4.	ALL WORK WITHIN PUBLIC RIGHT OF WAY OR EASEMENTS REQUIRES THAT A PERMIT BE OBTAINED FROM THE PUBLIC WORKS DEPARTMENT.

5.	THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ALL TESTING REQUIRED BY THE CITY.

6.	THE CONTRACTOR SHALL KEEP A SIGNED SET OF APPROVED PLANS AND A COPY OF THE CONSTRUCTION PERMIT ON THE JOB SITE DURING WORKING OPERATIONS.

7.	ALL WORK SHALL COMPLY WITH CONDITIONS ESTABLISHED BY THE CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD.

8.	WORKING HOURS ARE 7:00 A.M. TO 6:00 P.M. MONDAY THROUGH SATURDAY, EXCLUDING HOLIDAYS.  THESE HOURS MAY BE SUBJECT TO FURTHER LIMITATIONS BY TRAFFIC CONTROL REQUIREMENTS.

9.	THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE FEDERAL, STATE AND LOCAL SAFETY REQUIREMENTS.

10.	THE CONTRACTOR SHALL RESTORE OR REPLACE IN KIND ALL EXISTING IMPROVEMENTS DISTURBED DURING CONSTRUCTION INCLUDING, BUT NOT LIMITED TO STREET STRIPING, LANDSCAPING AND SIGNS.

11.	ALL WORK PERFORMED SHALL BE GUARANTEED FOR A ONE YEAR PERIOD.

12. ONE SACK SLURRY BACKFILL SHALL BE USED FOR ALL TRENCH CROSSINGS OF STREETS AND ALL TRENCHES WITHIN ALLEYS.

13. SURVEY BENCHMARKS, MONUMENTS OR ACCESSORIES TO THE SAME (TIE POINTS) SHALL BE PRESERVED, REFERENCED AND/OR REPLACED PURSUANT TO SECTION 8771 OF THE BUSINESS AND PROFESSIONS CODE, OF THE STATE OF CALIFORNIA, AS AMENDED BY ASSEMBLY BILL 1414 AND SENATE BILL 1563, OF THE STATE OF CALIFORNIA.  EXISTING SURVEY MONUMENTS AND THEIR ACCESSORIES IN DANGER OF BEING DISTURBED SHALL HAVE A CORNER RECORD FILED WITH THE ORANGE COUNTY SURVEYOR”S OFFICE AND THE LOCAL AGENCY PRI9OR TO CONSTRUCTION.  IN ADDITION A CORNER RECORD SHALL BE FILED WITH THE ORANGE COUNTY SURVEYOR”S OFFICE AND THE LOCAL AGENCY AFTER CONSTRUCTION IF THE CHARACTER OF THE BENCHMARK, MONUMENT OR ACCESSORY TO THE SAME HAS BEEN AFFECTED.

14. SENATE BILL 1563 OF THE STATE OF CALIFORNIA CLARIFIES THE AMBIGOUITY OF ASSEMBLY BILL 1414, IN STATING THAT THE RE-SURFACING OF STREETS AND HIGHWAYS RESULTING IN MONUMENTS BEING COVERED BY PAVING MATERIAL INSTEAD OF BEING PRESERVED SHALL BE CONSIDERED A VIOLATION OF THE LAND SURVEYOR’S ACT (SECTIONS 8700 – 8806 OF THE BUSINESS AND PROFESSIONS CODE).

15. CITY OF HUNTINGTON BEACH STANDARD PLAN 100, SHEETS 1, 2, 3 AND 4 ARE INCORPORATED BY REFERENCE.

16. 

WATER NOTES:

1. ALL WORK SHALL BE CONSTRUCTED IN ACCORDANCE TO THE LATEST CITY OF HUNTINGTON BEACH WATER DIVISION STANDARDS. 

2. THE CITY OF HUNTINGTON BEACH PUBLIC WORKS WATER INSPECTOR MUST BE NOTIFIED 48 HOURS BEFORE START OF WORK AT (714) 536-5431.

3. DEVELOPER IS RESPONSIBLE TO COORDINATE WITH CITY OF HUNTINGTON BEACH DEPARTMENT OF BUILDING AND SAFETY FOR THE SIZE OF WATER METER(S) AND/OR SERVICE LATERALS(S) REQUIRED.  METER AND SERVICE LATERAL(S) SIZES SHOWN ON THIS PLAN WILL REQUIRE CITY BUILDING AND/OR FIRE DEPARTMENT APPROVAL.  DEVELOPER IS RESPONSIBLE FOR COST OF REPLACING UNDERSIZED LATERALS & METERS DUE TO INCORRECT FIXTURE UNIT COUNTS, GALLON PER MINUTE CALCULATIONS, OR LACK OF COORDINATION WITH CITY OF HUNTINGTON BEACH DEPARTMENT OF BUILDING AND SAFETY.

4. ALL UNDERGROUND PIPING BETWEEN THE METER AND BACKFLOW PROTECTION DEVICES SHALL BE SLEEVED AND BACKFILLED WITH 2-SACK SLURRY TO 12-INCHES BELOW FINISHED GRADE.  

5. SCREENING OF BACKFLOW PROTECTION DEVICE SHALL BE APPROVED BY THE CITY PUBLIC WORKS DEPARTMENT AND PLANNING DEPARTMENT.

6. CONTRACTOR SHALL NOT TAP EXISTING MAINS WITHOUT A CERTIFIED WATER INSPECTOR PRESENT.  PRESSURE TEST TAPPING SLEEVE IN CERTIFIED WATER INSPECTOR’S PRESENCE BEFORE TAPPING EXISTING MAIN.  

7. CITY OF HUNTINGTON BEACH WORK PRIOR TO ACCEPTANCE WILL BE LIMITED TO PLAN REVIEW AND CONSTRUCTION INSPECTION.  ANY ADDITIONAL WORK BY THE CITY FORCES DEEMED NECESSARY BY CERTIFIED WATER INSPECTORS TO ENSURE COMPLIANCE WITH CITY STANDARDS WILL BE BACKCHARGED TO THE DEVELOPER OR CONTRACTOR.  FINAL ACCEPTANCE WILL NOT OCCUR UNTIL REIMBURSMENT IS RECEIVED.  

NOTE:  ANY WATER SERVICE WITH A FIXTURE EXCEEDING 20 FEET ABOVE THE TOP OF LOWEST CURB ELEVATION SHALL HAVE BACKFLOW PROTECTION PER CITY OF H.B. STD. PLAN 609A.  COMMERCIAL AND INDUSTRIAL REQUIRE PROTECTION ALL THE TIME.

NEW WATER METER ELEVATION CERTIFICATION:

THE ENGINEER OF RECORD OR A LICENSED SURVEYOR SHALL STAKE THE LOCATION AND THE FINISH ELEVATION OF THE NEW WATER METER.  PER WATER DIVISION STANDARDS, THE METER SHALL BE LOCATED 7 INCHES FROM THE TOP OF FINISH SURFACE TO THE CENTERLINE/FLOW LINE OF THE METER.  PRIOR TO THE ALLEY PAVING, THE OWNER/DEVELOPER SHALL PROVIDE AN APPROVED WRITTEN CERTIFICATION TO THE PUBLIC WORKS INSPECTOR AND WATER INSPECTOR CERTIFYING THAT THE ELEVATION OF THE NEW WATER METER COMPLIES WITH THE SURVEY DATA.  



